Inspection Report

Fire Inspection Inspection Result

Status Inspected by Completed at
Completed with fall Clyde Pitts 08/11/2023 12:03:11
Business Address Suite City State Zip
11 GRANDVIEW -- RYE NY 10580
AVE
Business Name Building Type
Rye Country Day School Unknown
(Administrative Bldg)
Item Result Remarks

Is combustible rubbish stored so as not to create a | Pass
nuisance or hazard to the public

Code

NYSFC - 304.2 - Storage. - Storage of combustible rubbish shall not produce conditions that will
create a nuisance or a hazard to the public health, safety or welfare.

Iltem Result Remarks

Is building maintained free from stored fueled Pass
equipment (motorcycles, mopeds, mowers, etc.)

Code

NYSFC - 313.1 - General. - Fueled equipment including, but not limited to, motorcycles, mopeds,
lawn-care equipment, portable generators and portable cooking equipment, shall not be stored,
operated or repaired within a building.

Exceptions:

1. Buildings or rooms constructed for such use in accordance with the Building Code of New York
State .

2. Where allowed by Section 314.

3. Storage of equipment utilized for maintenance purposes is allowed in approved locations where the
aggregate fuel capacity of the stored equipment does not exceed 10 gallons (38 L) and the building is
equipped throughout with an automatic sprinkler system installed in accordance with Section
903.3.1.1.
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Item Result Remarks

Are combustible materials properly stored & Pass
separated from ignition sources

Code

NYSFC - 315.3 - Storage in buildings. - Storage of materials in buildings shall be orderly and stacks
shall be stable. Storage of combustible materials shall be separated from heaters or heating devices
by distance or shielding so that ignition cannot occur.

Iltem Result Remarks

Is the building(s) and premises maintained free Pass
from accumulated combustible waste material(s)

Code

NYSFC - 304.1 - Waste accumulation prohibited. - Combustible waste material creating a fire hazard
shall not be allowed to accumulate in buildings or structures or upon premises.

Item Result Remarks

Is property free from weeds, grass, vines or other Pass
growth capable of being ignited

Code

NYSFC - 304.1.2 - Vegetation. - Weeds, grass, vines or other growth that is capable of being ignited
and endangering property, shall be cut down and removed by the owner or occupant of the premises.

Item Result Remarks

Is storage maintained 24” or more below the Pass
ceiling in non-sprinklered buildings, and 18” or

more below sprinkler head deflectors in sprinklered
buildings

Code

NYSFC - 315.3.1 - Ceiling clearance. - Storage shall be maintained 2 feet (610 mm) or more below
the ceiling in nonsprinklered areas of buildings or not less than 18 inches (457 mm) below sprinkler
head deflectors in sprinklered areas of buildings.

Exceptions:

1. The 2-foot (610 mm) ceiling clearance is not required for storage along walls in nonsprinklered
areas of buildings.

2. The 18-inch (457 mm) ceiling clearance is not required for storage along walls in areas of buildings
equipped with an automatic sprinkler system in accordance with Section 903.3.1.1, 903.3.1.2 or
903.3.1.3
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Item Result Remarks

Are exits & exit enclosures maintained free from Pass
stored combustible materials

Code

NYSFC - 315.3.2 - Means of egress. - Combustible materials shall not be stored in exits or enclosures
for stairways and ramps . Combustible materials in the means of egress during construction,
demolition, remodeling or alterations shall comply with Section 3311.3.

Item Result Remarks

Are boiler, mechanical & electrical rooms Pass
maintained free from stored combustible material

Code

NYSFC - 315.3.3 - Equipment rooms. - Combustible material shall not be stored in boiler rooms,
mechanical rooms, electrical equipment rooms or in fire command centers as specified in Section
508.1.5.

Item Result Remarks

Is the fire protection equipment inspected, tested & N/A
maintained as per Section 901.6

Code

NYSFC - 904.12.5 - Operations and maintenance. - Automatic fire-extinguishing systems protecting
commercial cooking systems shall be maintained in accordance with Sections 904.12.5.1 through
904.12.5.3.

Item Result Remarks

Are automatic fire extinguishing systems serviced = N/A
at least every 6 months & after system activation,

and is the certificate of inspection forwarded to the

code enforcement official

Code

NYSFC - 904.12.5.2 - Extinguishing system service. - Automatic fire-extinguishing systems shall be
serviced not less frequently than every six months and after activation of the system. Inspection shall
be by qualified individuals, and a certificate of inspection shall be forwarded to the fire code official
upon completion.

Iltem Result Remarks
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Are fusible links & automatic sprinkler heads N/A
replaced annually

Code

NYSFC - 904.12.5.3 - Fusible link and sprinkler head replacement. - Fusible links and automatic
sprinkler heads shall be replaced annually, and other protection devices shall be serviced or replaced
in accordance with the manufacturer’s instructions.

Exception: Frangible bulbs are not required to be replaced annually.

Item Result Remarks

Are portable Class K fire extinguishers installed N/A
within 30 feet of cooking equipment

Code

NYSFC - 906.1 - Wheeled units. - Wheeled fire extinguishers shall be conspicuously located in a
designated location.

Item Result Remarks
Are electrical service equipment areas properly Pass
illuminated

Code

NYSFC - 604.2 - lllumination. - lllumination shall be provided for service equipment areas, motor
control centers and electrical panelboards.

Item Result Remarks

Are proper working space clearances provided & Pass
maintained for electrical service equipment

Code

NYSFC - 604.3 - Working space and clearance. - A working space of not less than 30 inches (762
mm) in width, 36 inches (914 mm) in depth and 78 inches (1981 mm) in height shall be provided in
front of electrical service equipment. Where the electrical service equipment is wider than 30 inches
(762 mm), the working space shall be not less than the width of the equipment. Storage of materials
shall not be located within the designated working space.

Exceptions:

1. Where other dimensions are required or allowed by NFPA 70.

2. Access openings into attics or under-floor areas that provide a minimum clear opening of 22 inches
(559 mm) by 30 inches (762 mm).

Item Result Remarks

Are electrical service equipment working spaces Pass
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free from any stored materials

Code

NYSFC - 604.3 - Working space and clearance. - A working space of not less than 30 inches (762
mm) in width, 36 inches (914 mm) in depth and 78 inches (1981 mm) in height shall be provided in
front of electrical service equipment. Where the electrical service equipment is wider than 30 inches
(762 mm), the working space shall be not less than the width of the equipment. Storage of materials
shall not be located within the designated working space.

Exceptions:

1. Where other dimensions are required or allowed by NFPA 70.

2. Access openings into attics or under-floor areas that provide a minimum clear opening of 22 inches
(559 mm) by 30 inches (762 mm).

Item Result Remarks

Are all electrical control panel room doors, panel Pass
boards & disconnects properly labeled

Code

NYSFC - 604.3 - Working space and clearance. - A working space of not less than 30 inches (762
mm) in width, 36 inches (914 mm) in depth and 78 inches (1981 mm) in height shall be provided in
front of electrical service equipment. Where the electrical service equipment is wider than 30 inches
(762 mm), the working space shall be not less than the width of the equipment. Storage of materials
shall not be located within the designated working space.

Exceptions:

1. Where other dimensions are required or allowed by NFPA 70.

2. Access openings into attics or under-floor areas that provide a minimum clear opening of 22 inches
(559 mm) by 30 inches (762 mm).

ltem Result Remarks
Is the building free from unfused multi-plug Fall -AC and heaters found plugged
electrical adapters into a power strip

*604.10.2 Power supply.
Portable, electric space heaters
shall be plugged directly into an
approved receptacle.

Code

NYSFC - 604.4 - Multiplug adapters. - Multiplug adapters, such as cube adapters, unfused plug strips
or any other device not complying with NFPA 70 shall be prohibited.

Item Result Remarks

Are electrical extension cords being used in a safe = Pass
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manner as per code
Code

NYSFC - 604.5 - Extension cords. - Extension cords and flexible cords shall not be a substitute for
permanent wiring and shall be listed and labeled in accordance with UL 817. Extension cords and
flexible cords shall not be affixed to structures, extended through walls, ceilings or floors, or under
doors or floor coverings, nor shall such cords be subject to environmental damage or physical impact.
Extension cords shall be used only with portable appliances. Extension cords marked for indoor use
shall not be used outdoors.

Item Result Remarks
Are all junction, switch & outlet boxes fitted with Fall upstairs bathroom sconce lights
approved covers or plates have been removed and wires

taped over...need covers.
Code

NYSFC - 604.6 - Unapproved conditions. - Open junction boxes and open-wiring splices shall be
prohibited. Approved covers shall be provided for all switch and electrical outlet boxes.

Iltem Result Remarks

Is the building free from open wiring spliced Pass
electrical connections

Code

NYSFC - 604.6 - Unapproved conditions. - Open junction boxes and open-wiring splices shall be
prohibited. Approved covers shall be provided for all switch and electrical outlet boxes.

Item Result Remarks

Are electrical motors maintained free from Pass
accumulated oil, dirt & debris

Code

NYSFC - 604.8 - Electrical motors. - Electrical motors shall be maintained free from excessive
accumulations of oil, dirt, waste and debiris.

Item Result Remarks
Are carbon monoxide detectors installed & Fall Need alarm report
maintained as required by this section and by
1103.9
Code
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NYSFC - 915.1 - General. - New and existing residential buildings and commercial buildings shall be
provided with carbon monoxide detection and notification in accordance with this Section 915.
Exceptions:

1. Carbon monoxide detection and notification shall not be required for any of the following: 1.1.
Buildings that are classified in their entirety as a Storage Group S occupancy or a Utility and
Miscellaneous Group U occupancy and that are occupied only occasionally for retrieval of stored
material, equipment, or products, or for building or equipment maintenance, 1.2. Occupiable space
when such space is regularly vented to the exterior through the normal operation of the space (such
as automotive repair garages, warehouses with loading dock doors that are regularly open, etc.), and
when approved by the fire code official , or 1.3. Buildings that satisfy all of the following conditions: a.
The building is unoccupied; b. Exterior openings are boarded, locked, blocked, or otherwise protected
to prevent entry by unauthorized individuals; c. All fuel-burning appliances are disabled in a manner
that makes them incapable of producing carbon monoxide; and d. All attached motor vehicle related
occupancies are boarded, locked, blocked, or otherwise protected to prevent entry by motor vehicles
and equipment.

2. Existing buildings that are in full compliance with the carbon monoxide detection and notification
requirements of the 2017 Uniform Code Supplement or an earlier version of the Uniform Code shall
be deemed to be in full compliance with Sections 915.3 through 915.5.4 unless otherwise required by
the Residential Code of New York State , Building Code of New York State , Fire Code of New York
State , or Existing Building Code of New York State . Existing buildings that are not in full compliance
with the carbon monoxide detection requirements of the 2017 Uniform Code Supplement or an earlier
version of the Uniform Code shall comply with the requirements of this section.

Item Result Remarks

Is the building free from modified / damaged wiring, Pass
devices, appliances, equipment, and maintained
free from electrical hazards

Code

NYSFC - 604.1 - Portable, electric space heaters. - Where not prohibited by other sections of this
code, portable, electric space heaters shall be permitted to be used in all occupancies in accordance
with Sections 604.10.1 through 604.10.5.

Item Result Remarks

Are approved standardized, pictorial signs posted N/A
adjacent to each elevator call station on all floors

reading “IN FIRE EMERGENCY, DO NOT USE
ELEVATOR, USE EXIT STAIRS

Code

NYSFC - 606.3 - Emergency signs. - An approved pictorial sign of a standardized design shall be
posted adjacent to each elevator call station on all floors instructing occupants to use the exit
stairways and not to use the elevators in case of fire. The sign shall read: IN FIRE EMERGENCY, DO
NOT USE ELEVATOR. USE EXIT STAIRS.
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Exceptions:

1. The emergency sign shall not be required for elevators that are part of an accessible means of
egress complying with Section 1009.4.

2. The emergency sign shall not be required for elevators that are used for occupant self-evacuation
in accordance with Section 3008 of the Building Code of New York State .

Item Result Remarks

Are elevator machine room doors maintained N/A
unobstructed at all times

Code

NYSBSC - 3005.1 - Access - An approved means of access shall be provided to elevator machine
rooms, control rooms, control spaces and machinery spaces.

Item Result Remarks

Are elevators properly maintained, and is the N/A
current certificate of inspection on the premises

Code

NYSPMC - 603.1 - Mechanical Equipment and Appliances - Mechanical equipment, appliances,
fireplaces, solid fuel-burning appliances, cooking appliances and water heating appliances shall be
properly installed and maintained in a safe working condition, and shall be capable of performing the
intended function.

Iltem Result Remarks

Are elevator machine rooms maintained free from N/A
stored combustible material

Code

NYSFC - 315.3.3 - Equipment rooms. - Combustible material shall not be stored in boiler rooms,
mechanical rooms, electrical equipment rooms or in fire command centers as specified in Section
508.1.5.

Iltem Result Remarks

Are keys for elevator car doors & fire department N/A
service kept in an approved location

Code

NYSFC - 606.7 - Elevator key location. - Keys for the elevator car doors and fire-fighter service keys
shall be kept in an approved location for immediate use by the fire department.
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Item Result Remarks

Are all spaces having an assembly occupancy N/A
posted with an approved occupant load sign

Code

NYSFC - 1004.9 - Posting of occupant load. - Every room or space that is an assembly occupancy
shall have the occupant load of the room or space posted in a conspicuous place, near the main exit
or exit access doorway from the room or space, for the intended configurations. Posted signs shall be
of an approved legible permanent design and shall be maintained by the owner or the owner’s
authorized agent.

Iltem Result Remarks

Are the means of egress and exit discharge Pass
illuminated at all times the building is occupied

Code

NYSFC - 1008.1 - Means of egress illumination. - lllumination shall be provided in the means of
egress in accordance with Section 1008.2. Under emergency power, means of egress illumination
shall comply with Section 1008.3.

Item Result Remarks
Are exits marked by properly located, approved &  Fail -Need exit sign in first floor rear
readily visible exit sign room.

-2nd floor needs exit signs at
both stairwells

Code

NYSFC - 1013.1 - Where required. - Exits and exit access doors shall be marked by an approved exit
sign readily visible from any direction of egress travel. The path of egress travel to exits and within
exits shall be marked by readily visible exit signs to clearly indicate the direction of egress travel in
cases where the exit or the path of egress travel is not immediately visible to the occupants.
Intervening means of egress doors within exits shall be marked by exit signs. Exit sign placement
shall be such that any point in an exit access corridor or exit passageway is within 100 feet (30 480
mm) or the listed viewing distance of the sign, whichever is less, from the nearest visible exit sign.
Exceptions:

1. Exit signs are not required in rooms or areas that require only one exit or exit access .

2. Main exterior exit doors or gates that are obviously and clearly identifiable as exits need not have
exit signs where approved by the fire code official .

3. Exit signs are not required in occupancies in Group U and individual sleeping units or dwelling units
in Group R-1, R-2 or R-3.

4. Exit signs are not required in dayrooms, sleeping rooms or dormitories in occupancies in Group I-3.
5. In occupancies in Groups A-4 and A-5, exit signs are not required on the seating side of vomitories
or openings into seating areas where exit signs are provided in the concourse that are readily
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apparent from the vomitories. Egress lighting is provided to identify each vomitory or opening within
the seating area in an emergency.

Item Result Remarks

Is the maximum travel distance to any exit sign in Pass
an exit access corridor 100 feet or less

Code

NYSFC - 1013.1 - Where required. - Exits and exit access doors shall be marked by an approved exit
sign readily visible from any direction of egress travel. The path of egress travel to exits and within
exits shall be marked by readily visible exit signs to clearly indicate the direction of egress travel in
cases where the exit or the path of egress travel is not immediately visible to the occupants.
Intervening means of egress doors within exits shall be marked by exit signs. Exit sign placement
shall be such that any point in an exit access corridor or exit passageway is within 100 feet (30 480
mm) or the listed viewing distance of the sign, whichever is less, from the nearest visible exit sign.
Exceptions:

1. Exit signs are not required in rooms or areas that require only one exit or exit access .

2. Main exterior exit doors or gates that are obviously and clearly identifiable as exits need not have
exit signs where approved by the fire code official .

3. Exit signs are not required in occupancies in Group U and individual sleeping units or dwelling units
in Group R-1, R-2 or R-3.

4. Exit signs are not required in dayrooms, sleeping rooms or dormitories in occupancies in Group I-3.
5. In occupancies in Groups A-4 and A-5, exit signs are not required on the seating side of vomitories
or openings into seating areas where exit signs are provided in the concourse that are readily
apparent from the vomitories. Egress lighting is provided to identify each vomitory or opening within
the seating area in an emergency.

Item Result Remarks

Are all exit signs illuminated at all times Fail -Some found not working under
emergency power
-One found not working at all
-Need Report

Code

NYSFC - 1013.3 - lllumination. - Exit signs shall be internally or externally illuminated.
Exception: Tactile signs required by Section 1013.4 need not be provided with illumination.

Item Result Remarks

Are tactile exit signs complying with ICC/ANSI N/A
117.1 provided as required by code

Code

NYSFC - 1013.4 - Raised character and braille exit signs. - A sign stating EXIT in visual characters,
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raised characters and braille and complying with ICC A117.1 shall be provided adjacent to each door
to an area of refuge providing direct access to a stairway, an exterior area for assisted rescue, an exit
stairway or ramp , an exit passageway and the exit discharge .

Item Result Remarks

Are exits & exit enclosure continuously maintained @ Pass
free from obstructions or impediments

Code

NYSFC - 1031.2 - Reliability. - Required exit accesses , exits and exit discharges shall be
continuously maintained free from obstructions or impediments to full instant use in the case of fire or
other emergency where the building area served by the means of egress is occupied. An exit or exit
passageway shall not be used for any purpose that interferes with a means of egress .

Item Result Remarks

Is the means of egress free from obstructions Pass
including accumulated ice/snow

Code
NYSFC - 1031.3 - Obstructions. - A means of egress shall be free from obstructions that would

prevent its use, including the accumulation of snow and ice.

Iltem Result Remarks

Are exits maintained unobstructed by furnishings, Pass
decorations, draperies, mirrors, etc.

Code

NYSFC - 1031.6 - Finishes, furnishings and decorations. - Means of egress doors shall be maintained
in such a manner as to be distinguishable from the adjacent construction and finishes such that the
doors are easily recognizable as doors. Furnishings, decorations or other objects shall not be placed
SO as to obstruct exits , access thereto, egress therefrom, or visibility thereof. Hangings and draperies
shall not be placed over exit doors or otherwise be located to conceal or obstruct an exit . Mirrors
shall not be placed on exit doors. Mirrors shall not be placed in or adjacent to any exit in such a
manner as to confuse the direction of exit.

Iltem Result Remarks

Are existing emergency escape & rescue openings Pass
maintained as per this section

Code

NYSFC - 1031.7 - Emergency escape and rescue openings. - Required emergency escape and
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rescue openings shall be maintained in accordance with the that was code in effect at the time of
construction, and both of the following:

1. Required emergency escape and rescue openings shall be operational from the inside of the room
without the use of keys or tools.

2. Bars, grilles, grates or similar devices are allowed to be placed over emergency escape and rescue
openings provided that the minimum net clear opening size complies with the code that was in effect
at the time of construction and such devices shall be releasable or removable from the inside without
the use of a key, tool or force greater than that which is required for normal operation of the
emergency escape and rescue opening .

Item Result Remarks

Are egress doors provided and maintained as Pass
required by this section

Code

NYSFC - 1010.1 - Doors. - Means of egress doors shall meet the requirements of this section. Doors
serving a means of egress system shall meet the requirements of this section and Section 1022.2.
Doors provided for egress purposes in numbers greater than required by this code shall meet the
requirements of this section. Means of egress doors shall be readily distinguishable from the adjacent
construction and finishes such that the doors are easily recognizable as doors. Mirrors or similar
reflecting materials shall not be used on means of egress doors. Means of egress doors shall not be
concealed by curtains, drapes, decorations or similar materials.

Item Result Remarks

Are public aisles in group B & M occupancies Pass
maintained at least 36” wide where fixtures are

placed on one side of the aisle & 44” wide where

fixtures are placed on both sides

Code

NYSFC - 1018.3 - Aisles in Groups B and M. - In Group B and M occupancies, the minimum clear
aisle width shall be determined by Section 1005.1 for the occupant load served, but shall be not less
than that required for corridors by Section 1020.2.

Exception: Nonpublic aisles serving less than 50 people and not required to be accessible by Chapter
11 of the Building Code of New York State need not exceed 28 inches (711 mm) in width.

Item Result Remarks

Are non-public / non-accessible aisles serving less = Pass
than 50 people maintained at least 28" wide, or at
least 36” wide where serving 50 or more people

Code

NYSFC - 1018.3 - Aisles in Groups B and M. - In Group B and M occupancies, the minimum clear
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aisle width shall be determined by Section 1005.1 for the occupant load served, but shall be not less
than that required for corridors by Section 1020.2.

Exception: Nonpublic aisles serving less than 50 people and not required to be accessible by Chapter
11 of the Building Code of New York State need not exceed 28 inches (711 mm) in width.

Item Result Remarks

Is a fire alarm system provided in existing buildings = Fail Need Report
as per section 907.3.1 & 907.3.2

Code

NYSFC - 907.3 - Fire safety functions. - Automatic fire detectors utilized for the purpose of performing
fire safety functions shall be connected to the building’s fire alarm control unit where a fire alarm
system is required by Section 907.2. Detectors shall, upon actuation, perform the intended function
and activate the alarm notification appliances or activate a visible and audible supervisory signal at a
constantly attended location. In buildings not equipped with a fire alarm system, the automatic fire
detector shall be powered by normal electrical service and, upon actuation, perform the intended
function. The detectors shall be located in accordance with NFPA 72.

Item Result Remarks

Is the fire alarm system inspected, tested & N/A
maintained in accordance with NFPA 72

Code

NYSFC - 901.6.1 - Standards. - Fire protection systems shall be inspected, tested and maintained in
accordance with the referenced standards listed in Table 901.6.1.

Item Result Remarks

Are manual pull stations located within 5 feet of N/A
exits & within 200 feet of each other

Code

NYSFC - 907.4.2.1 - Location. - Manual fire alarm boxes shall be located not more than 5 feet (1524
mm) from the entrance to each exit . In buildings not protected by an automatic sprinkler system in
accordance with Section 903.3.1.1 or 903.3.1.2, additional manual fire alarm boxes shall be located
so that the distance of travel to the nearest box does not exceed 200 feet (60 960 mm).

Item Result Remarks

Is the height of the pull station handle located Pass
between 42&48 inches above the floor

Code
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NYSFC - 907.4.2.2 - Height. - The height of the manual fire alarm boxes shall be not less than 42
inches (1067 mm) and not more than 48 inches (1372 mm) measured vertically, from the floor level to
the activating handle or lever of the box.

Item Result Remarks

Is the fire hydrant system properly maintained, N/A
operational, compatible w/ NST & tested annually

Code

NYSFC - 507.5.2 - Inspection, testing and maintenance. - Fire hydrant systems shall be subject to
periodic tests as required by the fire code official . Fire hydrant systems shall be maintained in an
operative condition at all times and shall be repaired where defective. Additions, repairs, alterations
and servicing shall comply with approved standards. Records of tests and required maintenance shall
be maintained.

ltem Result Remarks
Are fire hydrants & fire protection equipment N/A
unobstructed

Code

NYSFC - 507.5.4 - Obstruction. - Unobstructed access to fire hydrants shall be maintained at all
times. The fire department shall not be deterred or hindered from gaining immediate access to fire
protection equipment or fire hydrants.

Iltem Result Remarks

Is a clear space of not less than 3 feet maintained  N/A
around all hydrants

Code

NYSFC - 507.5.5 - Clear space around hydrants. - A 3-foot (914 mm) clear space shall be maintained
around the circumference of fire hydrants, except as otherwise required or approved .

Item Result Remarks

Is the sprinkler system inspected, tested & N/A
maintained in accordance with NFPA 25-13

Code

NYSFC - 901.6.1 - Standards. - Fire protection systems shall be inspected, tested and maintained in
accordance with the referenced standards listed in Table 901.6.1.

Iltem Result Remarks
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Are the main valves secured against tampering in N/A
the open position

Code

NYSFC - 901.6.1 - Standards. - Fire protection systems shall be inspected, tested and maintained in
accordance with the referenced standards listed in Table 901.6.1.

Item Result Remarks

Are sufficient clearances maintained from fire N/A
sprinkler heads to fixtures or materials

Code

NYSFC - 901.6.1 - Standards. - Fire protection systems shall be inspected, tested and maintained in
accordance with the referenced standards listed in Table 901.6.1.

Iltem Result Remarks

Is a supply of six spare heads & a wrench N/A
maintained on the premises

Code

NYSFC - 901.6.1 - Standards. - Fire protection systems shall be inspected, tested and maintained in
accordance with the referenced standards listed in Table 901.6.1.

Item Result Remarks

Are sprinkler heads & cover plates unfinished or of = N/A
factory applied finish only

Code

NYSFC - 901.6.1 - Standards. - Fire protection systems shall be inspected, tested and maintained in
accordance with the referenced standards listed in Table 901.6.1.

Iltem Result Remarks

Are records of all system inspections, tests & N/A
maintenance reports maintained on the premises

Code

NYSFC - 901.6.3 - Records. - Records of all system inspections, tests and maintenance required by
the referenced standards shall be maintained.

Item Result Remarks
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Are all fire protection systems in place and N/A
maintained untampered

Code

NYSFC - 901.8 - Removal of or tampering with equipment. - It shall be unlawful for any person to
remove, tamper with or otherwise disturb any fire hydrant, fire detection and alarm system, fire
suppression system or other fire appliance required by this code except for the purposes of
extinguishing fire, training, recharging or making necessary repairs or where approved by the fire
code official .

Item Result Remarks

Is the fire pump inspected, tested & maintained in ~ N/A
accordance with this section & NFPA 25

Code

NYSFC - 913.5 - Testing and maintenance. - Fire pumps shall be inspected, tested and maintained in
accordance with the requirements of this section and NFPA 25. Records of inspection, testing and
maintenance shall be maintained.

Item Result Remarks

Are S.D.S. sheets for all haz-mats readily available = N/A
on the premises

Code

NYSFC - 407.2 - Safety Data Sheets. - Safety Data Sheets (SDS) for all hazardous materials shall be
either readily available on the premises as a paper copy, or where approved, shall be permitted to be
readily retrievable by electronic access.

Item Result Remarks

Are spaces and individual containers containing N/A
haz-mats properly labeled and identified

Code

NYSFC - 407.3 - Identification. - Individual containers of hazardous materials, cartons or packages
shall be marked or labeled in accordance with applicable federal regulations. Buildings, rooms and
spaces containing hazardous materials shall be identified by hazard warning signs in accordance with
Section 5003.5.

Item Result Remarks

Are stored haz-mats provided with approved N/A
secondary spill containment
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Code

NYSFC - 5004.2 - Spill control and secondary containment for liquid and solid hazardous materials. -
Rooms, buildings or areas used for the storage of liquid or solid hazardous materials shall be
provided with spill control and secondary containment in accordance with Sections 5004.2.1 through
5004.2.3.

Exception: Outdoor storage of containers on approved containment pallets in accordance with Section
5004.2.3.

Item Result Remarks

Are proper “NO SMOKING” signs provided as per  N/A
this section

Code

NYSFC - 5003.7.1 - Smoking. - Smoking shall be prohibited and “No Smoking” signs provided as
follows: Signs required by this section shall be in English as a primary language or in symbols allowed
by this code and shall comply with Section 310.

1. In rooms or areas where hazardous materials are stored or dispensed or used in open systems in
amounts requiring a permit in accordance with Section 5001.5.

2. Within 25 feet (7620 mm) of outdoor storage, dispensing or open use areas.

3. Facilities or areas within facilities that have been designated as totally “no smoking” shall have
“No Smoking” signs placed at all entrances to the facility or area. Designated areas within such
facilities where smoking is permitted either permanently or temporarily, shall be identified with signs
designating that smoking is permitted in these areas only.

4. In rooms or areas where flammable or combustible hazardous materials are stored, dispensed or
used.

Item Result Remarks

Are all heating appliances properly installed & Pass
maintained in a safe working condition

Code

NYSPMC - 603.1 - Mechanical Equipment and Appliances - Mechanical equipment, appliances,
fireplaces, solid fuel-burning appliances, cooking appliances and water heating appliances shall be
properly installed and maintained in a safe working condition, and shall be capable of performing the
intended function.

Iltem Result Remarks

Are all fuel-burning appliances & equipment Pass
connected to an approved chimney or vent

Code

NYSPMC - 603.2 - Removal of Combustion Products - Fuel-burning equipment and appliances shall
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be connected to an approved chimney or vent.

Item Result Remarks

Are heating appliances maintained with proper Pass
clearances from combustible material

Code

NYSPMC - 603.3 - Clearances - Required clearances to combustible materials shall be maintained.

Item Result Remarks

Are safety controls for fuel-burning equipment Pass
maintained in effective operation

Code

NYSPMC - 603.4 - Safety Controls - Safety controls for fuel-burning equipment shall be maintained in
effective operation.
Item Result Remarks

Is the fuel-burning equipment provided with Pass
adequate combustion & ventilation air

Code

NYSPMC - 603.5 - Combustion air. - A supply of air for complete combustion of the fuel and for
ventilation of the space containing the fuel-burning equipment shall be provided for the fuel-burning
equipment.

Item Result Remarks
Is an approved fire safety & evacuation plan N/A
prepared and maintained for the building
/occupancy
Code

NYSFC - 403.1 - Group R occupancies. - Group R occupancies shall comply with Sections 403.10.1
through 403.10.3.6.

Item Result Remarks

Are emergency evacuation drills conducted at the N/A
intervals as specified in Table 405.2

Code
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NYSFC - 405.1 - General. - Emergency evacuation drills complying with Sections 405.2 through 405.9
shall be conducted not less than annually where fire safety and evacuation plans are required by
Section 403 or where required by the fire code official . Drills shall be designed in cooperation with the
local authorities.

Item Result Remarks

Are records of emergency evacuation drills kept N/A
and maintained on the premises

Code

NYSFC - 405.5 - Record keeping. - Records shall be maintained of required emergency evacuation
drills and include the following information:

1. Identity of the person conducting the drill.

. Date and time of the drill.

. Notification method used.

. Employees on duty and participating.

. Number of occupants evacuated.

. Special conditions simulated.

. Problems encountered.

. Weather conditions when occupants were evacuated.
. Time required to accomplish complete evacuation.

O O~NO UL WDN

Item Result Remarks

Are approved address and building numbers Pass
properly placed & plainly visible from the street

Code

NYSFC - 505.1 - Address identification. - New and existing buildings shall be provided with approved
address identification. The address identification shall be legible and placed in a position that is visible
from the street or road fronting the property. Address identification characters shall contrast with their
background. Address numbers shall be Arabic numbers or alphabetical letters. Numbers shall not be
spelled out. Each character shall be not less than 4 inches (102 mm) high with a minimum stroke
width of 1/ 2 inch (12.7 mm). Where required by the fire code official , address identification shall be
provided in additional approved locations to facilitate emergency response. Where access is by
means of a private road and the building cannot be viewed from the public way , a monument, pole or
other sign or means shall be used to identify the structure. Address identification shall be maintained.
Exception: Buildings identified under an addressing scheme as part of a countywide 911 numbering
system.

Item Result Remarks

Are approved key boxes (Knox boxes) provided, N/A
properly located, and equipped with the proper
keys.
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Code

NYSFC - 506.1 - Where required. - Where access to or within a structure or an area is restricted
because of secured openings or where immediate access is necessary for life-saving or fire-fighting
purposes, the fire code official is authorized to require a key box to be installed in an approved
location. The key box shall be of an approved type listed in accordance with UL 1037, and shall
contain keys to gain necessary access as required by the fire code official .

Iltem Result Remarks

Is all required fire resistance rated construction Pass
properly maintained as per code

Code

NYSFC - 703.1 - Maintaining protection. - Materials and firestop systems used to protect membrane
and through penetrations in fire-resistance-rated construction and construction installed to resist the
passage of smoke shall be maintained. The materials and firestop systems shall be securely attached
to or bonded to the construction being penetrated with no openings visible through or into the cavity of
the construction. Where the system design number is known, the system shall be inspected to the
listing criteria and manufacturer’s installation instructions.

Item Result Remarks
Are openings through fire resistance rated Fail Open pipe from first floor
assemblies properly protected and maintained kitchen to upstairs

Code

NYSFC - 703.1 - Maintaining protection. - Materials and firestop systems used to protect membrane
and through penetrations in fire-resistance-rated construction and construction installed to resist the
passage of smoke shall be maintained. The materials and firestop systems shall be securely attached
to or bonded to the construction being penetrated with no openings visible through or into the cavity of
the construction. Where the system design number is known, the system shall be inspected to the
listing criteria and manufacturer’s installation instructions.

Item Result Remarks
Are compressed gas cylinders and systems N/A
secured and safeguarded against damage and
access
Code

NYSFC - 5303.5 - Security. - Compressed gas containers, cylinders, tanks and systems shall be
secured against accidental dislodgement and against access by unauthorized personnel in
accordance with Sections 5303.5.1 through 5303.5.3.

Item Result Remarks
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Are compressed gas cylinder caps or collars in N/A
place at all times except when tanks are in use

Code

NYSFC - 5303.6.1 - Compressed gas container, cylinder or tank protective caps or collars. -
Compressed gas containers, cylinders and tanks designed for protective caps, collars or other
protective devices shall have the caps or devices in place except when the containers, cylinders or
tanks are in use or are being serviced or filled.

Iltem Result Remarks

Is an approved, labeled & readily accessible N/A
emergency disconnect switch provided in an

approved location within 100’ of, but not less than

20’ from fuel dispensers

Code

NYSFC - 2303.2 - Emergency disconnect switches. - An approved emergency disconnect switch shall
be provided at an approved location to stop the transfer of fuel to the fuel dispensers in the event of a
fuel spill or other emergency. The emergency disconnect switch for exterior fuel dispensers shall be
provided with ready access and shall be located within 100 feet (30 480 mm) of, but not less than 20
feet (6096 mm) from, the fuel dispensers. For interior fuel-dispensing operations, the emergency
disconnect switch shall be provided with ready access and be installed at an approved location. Such
devices shall be distinctly labeled as: EMERGENCY FUEL SHUTOFF. Signs shall be provided in
approved locations.

Item Result Remarks

Are approved portable fire extinguishers complying = N/A
with Section 906 with a minimum rating of 2-A

20-B:C provided & located not more than 75’ from
pumps, dispensers, & fill pipe openings

Code

NYSFC - 2305.5 - Fire extinguishers. - Approved portable fire extinguishers complying with Section
906 with a minimum rating of 2-A:20-B:C shall be provided and located such that an extinguisher is
not more than 75 feet (22 860 mm) from pumps, dispensers or storage tank fill-pipe openings.

Item Result Remarks

Are warning signs provided & posted within sight of = N/A
each dispenser as per this section

Code

NYSFC - 2305.6 - Warning signs. - Warning signs shall be conspicuously posted within sight of each
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dispenser in the fuel-dispensing area and shall state the following:

. No smoking.

. Shut off motor.

. Discharge your static electricity before fueling by touching a metal surface away from the nozzle.
. To prevent static charge, do not reenter your vehicle while gasoline is pumping.

. If a fire starts, do not remove nozzle—back away immediately.

. It is unlawful and dangerous to dispense gasoline into unapproved containers.

. No filling of portable containers in or on a motor vehicle. Place container on ground before filling.

~NOo ok WN B

Item Result Remarks

Are weeds and other combustible materials kept at  N/A
least 10’ from fuel-handling equipment

Code

NYSFC - 2305.7 - Control of brush and debris. - Fenced and diked areas surrounding above-ground
tanks shall be kept free from vegetation, debris and other material that is not necessary to the proper
operation of the tank and piping system. Weeds, grass, brush, trash and other combustible materials
shall be kept not less than 10 feet (3048 mm) from fuel-handling equipment.

Item Result Remarks

Are above-ground tanks provided with vehicle N/A
impact protection

Code

NYSFC - 2306.4 - Physical protection. - Guard posts complying with Section 312 or other approved
means shall be provided to protect above-ground tanks against impact by a motor vehicle unless the
tank is listed as a protected above-ground tank with vehicle impact protection.

Item Result Remarks

Are above-ground tanks provided with secondary N/A
spill containment

Code

NYSFC - 2306.5 - Secondary containment. - Above-ground tanks shall be provided with drainage
control or diking in accordance with Chapter 57. Drainage control and diking is not required for listed
secondary containment tanks. Secondary containment systems shall be monitored either visually or
automatically. Enclosed secondary containment systems shall be provided with emergency venting in
accordance with Section 2306.6.2.5.

Iltem Result Remarks

Are fuel dispensers unobstructed & in clear view of = N/A
the attendant at all times
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Item Result Remarks

Are dispenser operating instructions conspicuously = N/A
posted on every fuel dispenser

Code

NYSFC - 2304.3.4 - Operating instructions. - Dispenser operating instructions shall be conspicuously
posted in approved locations on every dispenser and shall indicate the location of the emergency
controls required by Section 2304.3.3.

Item Result Remarks

Are PFE’s installed throughout the space & onthe  Pass
premises as required by code.

Code
NYSFC - 906.1 - Wheeled units. - Wheeled fire extinguishers shall be conspicuously located in a
designated location.

Iltem Result Remarks

Is the maximum travel distance to a PFE 75 feet or | Pass
less.

Code

NYSFC - 906.3.1 - Class A fire hazards. - The minimum sizes and distribution of portable fire
extinguishers for occupancies that involve primarily Class A fire hazards shall comply with Table
906.3(1).

Item Result Remarks
Are PFE’s conspicuously located & readily Pass
accessible

Code

NYSFC - 906.5 - Conspicuous location. - Portable fire extinguishers shall be located in conspicuous
locations where they will have ready access and be immediately available for use. These locations
shall be along normal paths of travel, unless the fire code official determines that the hazard posed
indicates the need for placement away from normal paths of travel.

Item Result Remarks
Are PFE’s unobstructed / unobscured from view Pass
Code
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NYSFC - 906.6 - Unobstructed and unobscured. - Portable fire extinguishers shall not be obstructed
or obscured from view. In rooms or areas in which visual obstruction cannot be completely avoided,
means shall be provided to indicate the locations of extinguishers.

Item Result Remarks

Are PFE’s properly mounted as per the Pass
manufacturer’s instructions

Code

NYSFC - 906.7 - Hangers and brackets. - Hand-held portable fire extinguishers, not housed in
cabinets, shall be installed on the hangers or brackets supplied. Hangers or brackets shall be

securely anchored to the mounting surface in accordance with the manufacturer’s installation

instructions.

ltem Result Remarks
Are PFE’s properly installed: 40 Ibs. max. 3.5’ Pass
above floor.

Code

NYSFC - 906.9 - Extinguisher installation. - The installation of portable fire extinguishers shall be in
accordance with Sections 906.9.1 through 906.9.3.

Item Result Remarks

Is the standpipe system inspected, tested & N/A
maintained in accordance with NFPA 25-14

Code

NYSFC - 901.6.1 - Standards. - Fire protection systems shall be inspected, tested and maintained in
accordance with the referenced standards listed in Table 901.6.1.

Iltem Result Remarks

Has the required flow test been performed within N/A
the past 5 years as per NFPA 25-14

Code

NYSFC - 901.6.1 - Standards. - Fire protection systems shall be inspected, tested and maintained in
accordance with the referenced standards listed in Table 901.6.1.

Item Result Remarks

Are cabinets containing firefighting equipment N/A
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unobstructed/ unobscured

Code

NYSFC - 905.7 - Cabinets. - Cabinets containing fire-fighting equipment, such as standpipes, fire
hose, fire extinguishers or fire department valves, shall not be blocked from use or obscured from
view.

Item Result Remarks

Are cabinets containing firefighting equipment N/A
properly identified & labeled

Code

NYSFC - 905.7.1 - Cabinet equipment identification. - Cabinets shall be identified in an approved
manner by a permanently attached sign with letters not less than 2 inches (51 mm) high in a color that
contrasts with the background color, indicating the equipment contained therein.

Exceptions:

1. Doors not large enough to accommodate a written sign shall be marked with a permanently
attached pictogram of the equipment contained therein.

2. Doors that have either an approved visual identification clear glass panel or a complete glass door
panel are not required to be marked.

Iltem Result Remarks

Are exterior FDC'’s fully visible & recognizable N/A
from the point of fire department access

Code

NYSFC - 912.2.1 - Visible location. - Fire department connections shall be located on the street side
of buildings or facing approved fire apparatus access roads, fully visible and recognizable from the
street, fire apparatus access road or nearest point of fire department vehicle access or as otherwise
approved by the fire code official .

Item Result Remarks

Are standpipe FDC threads compatible with fire N/A
department standards

Code

NYSFC - 912.3 - Fire hose threads. - Fire hose threads used in connection with standpipe systems
shall be approved and shall be compatible with fire department hose threads.

Iltem Result Remarks

Are all FDC'’s unobstructed and available for N/A
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immediate access by the fire department
Code

NYSFC - 912.4 - Access. - Immediate access to fire department connections shall be maintained at
all times and without obstruction by fences, bushes, trees, walls or any other fixed or moveable
object. Access to fire department connections shall be approved by the fire code official .

Exception: Fences, where provided with an access gate equipped with a sign complying with the
legend requirements of Section 912.5 and a means of emergency operation. The gate and the means
of emergency operation shall be approved by the fire code official and maintained operational at all
times.

Next inspection scheduled to be conducted on or after 08/11/2024.

Inspection Signatures

Occupancy Contact Signature Inspector Signhature

Unable to sign:

Report generated after walking inspection.

Sukie Flinn Clyde Pitts
Facilities / Maintenance --
9149254666 --
sukie_flinn@ryecountryday.org cpitts@ryeny.gov
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