Capt. John McDwyer
Sr. Fire Inspector
mailto:jmcdwyer@ryeny.gov

Fire Department
City of Rye
15 Locust Ave, Rye NY 10580

914-967-4530

FIRE INSPECTION CHECKLIST
Final Inspection

Site Address: 67 Purchase St

Business Name: Village Social

State Use Classification:

A-2

Business Owner: 67 Purchase St LLC

Phone: (914) 612-4267

Building Owner: 65 Purchase St Corp.

Phone: (239) 273-6362

Emergency Contact: Joe Bueti

Phone: (914) 774-3228

Building Representative in Attendance: Jared

Phone: (914) 612-4267

Take notice that the following violations of the New York State Uniform Fire Prevention & Building Code and/or the Code of the City of
Rye, NY were found to exist at, 67 Purchase St (Village Social), in the City of Rye, NY on December 22, 2022. The person or entity

served with this Order to Remedy must completely cure each violation described in this Order to Remedy by

April 25, 2023. You are further directed to contact the Fire Department during normal business hours to schedule a re-inspection of the

premises to confirm full compliance with all applicable codes, laws, rules & regulations.

Be advised that your failure to correct all violations is a crime punishable by fine, imprisonment or both.

SECTION 1 | PORTABLE FIRE EXTINGUISHERS (PFE’S) YES NO | COMMENTS
a. 906.1. Are PFE’s installed throughout the space & on the premises as required by code. v
b. 906.3.1. Is the maximum travel distance to a PFE 75 feet or less. v
c. 906.5. Are PFE’s conspicuously located & readily accessible v
d. 906.6. Are PFE’s unobstructed / unobscured from view v
e. 906.7. Are PFE’s properly mounted as per the manufacturer’s instructions v
f. 906.9. Are PFE’s properly installed: <40 lbs. max. 5’ above floor; > 40 1bs. max. 3.5’ above v
floor.
SECTION 2 | FIRE ALARM SYSTEM & SMOKE DETECTORS YES NO | COMMENTS
a.901.6.1. Is the fire alarm system inspected, tested & maintained in accordance with NFPA 72 v 05/03/2023
b.907.4.2.1. | Are manual pull stations located within 5 feet of exits & within 200 feet of each other v
c. 907.4.2.2. | Isthe height of the pull station handle located between 42&48 inches above the floor v
d. 907.3 Is a fire alarm system provided in existing buildings as per section 907.3.1 & 907.3.2 v
SECTION 3 | FIRE SUPPRESSION SPRINKLER SYSTEM & FIRE HYDRANTS YES NO | COMMENTS
a. 901.6.1. Is the sprinkler system inspected, tested & maintained in accordance with NFPA 25-13 N/A
b. 901.6.1. Are the main valves secured against tampering in the open position N/A
c. 901.6.1. Are sufficient clearances maintained from fire sprinkler heads to fixtures or materials N/A
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d.901.6.1. Is a supply of six spare heads & a wrench maintained on the premises N/A
e. 901.6.1. Avre sprinkler heads & cover plates unfinished or of factory applied finish only N/A
f. 901.6.3. Avre records of all system inspections, tests & maintenance reports maintained on the N/A
premises
g.913.5. Is the fire pump inspected, tested & maintained in accordance with this section & N/A
NFPA 25
h. 507.5.2. Is the fire hydrant system properly maintained, operational, compatible w/ NST & v
tested annually
i. 507.5.4. Are fire hydrants & fire protection equipment unobstructed v
j. 507.5.5. Is a clear space of not less than 3 feet maintained around all hydrants v
k. 901.8. Are all fire protection systems in place and maintained untampered N/A
SECTION 4 | STANDPIPE, CABINETS & FIRE DEPARTMENT CONNECTIONS YES | NO | COMMENTS
a. 901.6.1 Is the standpipe system inspected, tested & maintained in accordance with NFPA 25-14 N/A
b.901.6.1 Has the required flow test been performed within the past 5 years as per NFPA 25-14 N/A
€. 912.2.3 Avre standpipe FDC threads compatible with fire department standards N/A
d. 905.7. Avre cabinets containing firefighting equipment unobstructed/ unobscured N/A
e. 905.7.1 Avre cabinets containing firefighting equipment properly identified & labeled N/A
f.912.2.1 Are exterior FDC’s fully visible & recognizable from the point of fire department N/A
access
g.912.4. Are all FDC’s unobstructed and available for immediate access by the fire department N/A
SECTION 5 | EXITS, MEANS OF EGRESS & OCCUPANCY YES | NO | COMMENTS
a.1031.2 Are exits & exit enclosure continuously maintained free from obstructions or v
impediments
b. 1031.3 Is the means of egress free from obstructions including accumulated ice/snow v
c. 1031.6 Avre exits maintained unobstructed by furnishings, decorations, draperies, mirrors, etc. v
d. 1031.7 Are existing emergency escape & rescue openings maintained as per this section v
e. 1010.1. Avre egress doors provided and maintained as required by this section v
f. 1004.9 Are all spaces having an assembly occupancy posted with an approved occupant load v 05/03/2023
sign
g.1013.1 Are exits marked by properly located, approved & readily visible exit sign v
h.1013.1 Is the maximum travel distance to any exit sign in an exit access corridor 100 feet or v
less
i.1013.4 Avre tactile exit signs complying with ICC/ANSI 117.1 provided as required by code N/A
j. 1013.3 Avre all exit signs illuminated at all times v 05/03/2023
k. 1008.1 Are the means of egress and exit discharge illuminated at all times the building is v 05/03/2023
occupied
I.1018.3. Are public aisles in group B & M occupancies maintained at least 36” wide where v
fixtures are placed on one side of the aisle & 44” wide where fixtures are placed on
both sides
m. 1018.3. Are non-public / non-accessible aisles serving less than 50 people maintained at least v
28” wide, or at least 36” wide where serving 50 or more people
SECTION 6 | COMBUSTIBLE STORAGE & WASTE MATERIALS YES | NO | COMMENTS
a. 304.1. Is the building(s) and premises maintained free from accumulated combustible waste v

material(s)




b. 304.1.2 Is property free from weeds, grass, vines or other growth capable of being ignited v
c. 304.2 Is combustible rubbish stored so as not to create a nuisance or hazard to the public v
d. 315.3 Are combustible materials properly stored & separated from ignition sources v
e. 315.3.1 Is storage maintained 24” or more below the ceiling in non-sprinklered buildings, and v
18” or more below sprinkler head deflectors in sprinklered buildings
f.315.3.2 Are exits & exit enclosures maintained free from stored combustible materials v
g.315.3.3 Are boiler, mechanical & electrical rooms maintained free from stored combustible v
material
h. 313.1 Is building maintained free from stored fueled equipment (motorcycles, mopeds, v
mowers, etc.)
SECTION 7 | ELECTRICAL YES | NO | COMMENTS
a. 604.1. Is the building free from modified / damaged wiring, devices, appliances, equipment, v
and maintained free from electrical hazards
b. 604.2 Are electrical service equipment areas properly illuminated v
c. 604.3 Are proper working space clearances provided & maintained for electrical service v 05/03/2023
equipment
d. 604.3 Are electrical service equipment working spaces free from any stored materials v 05/03/2023
e. 604.3 Atre all electrical control panel room doors, panel boards & disconnects properly v 05/03/2023
labeled
f. 604.4 Is the building free from unfused multi-plug electrical adapters v
g. 604.5 Avre electrical extension cords being used in a safe manner as per code v
h. 604.6 Are all junction, switch & outlet boxes fitted with approved covers or plates v
i. 604.6 Is the building free from open wiring spliced electrical connections v
j. 604.8 Are electrical motors maintained free from accumulated oil, dirt & debris v
k.915.1 Are carbon monoxide detectors installed & maintained as required by this section and v 05/03/2023
by 1103.9
SECTION 8 | ELEVATORS, DUMBWAITERS, & ESCALATORS YES NO | COMMENTS
a. [PM] 603.1. | Are elevators properly maintained, and is the current certificate of inspection on the N/A
premises
b. 606.3 Are approved standardized, pictorial signs posted adjacent to each elevator call station N/A
on all floors reading “IN FIRE EMERGENCY, DO NOT USE ELEVATOR, USE
EXIT STAIRS
c. 606.7. Avre keys for elevator car doors & fire department service kept in an approved location N/A
d. 315.3.3. Avre elevator machine rooms maintained free from stored combustible material N/A
e.[B] 3005.1. | Are elevator machine room doors maintained unobstructed at all times N/A
SECTION9 | COMMERCIAL KITCHENS YES | NO | COMMENTS
a. 906.1. Are portable Class K fire extinguishers installed within 30 feet of cooking equipment v
b. 904.12.5. Is the fire protection equipment inspected, tested & maintained as per Section 901.6 per label
Need Report
€. 904.12.5.2. | Are automatic fire extinguishing systems serviced at least every 6 months & after per label
system activation, and is the certificate of inspection forwarded to the code Need Report
enforcement official
d. 904.12.5.3 | Are fusible links & automatic sprinkler heads replaced annually




SECTION 10 | HEATING SYSTEMS YES | NO | COMMENTS
a.[PM] 603.1. | Are all heating appliances properly installed & maintained in a safe working v
condition
b. [PM] 603.2. | Are all fuel-burning appliances & equipment connected to an approved chimney or v
vent
c. [PM] 603.3. | Are heating appliances maintained with proper clearances from combustible material v
d. [PM] 603.4. | Are safety controls for fuel-burning equipment maintained in effective operation v
d. [PM] 603.5. | Is the fuel-burning equipment provided with adequate combustion & ventilation air v
SECTION 11 | MOTOR FUEL DISPENSING FACILITIES & REPAIR GARAGES YES | NO | COMMENTS
a. 2303.2 Is an approved, labeled & readily accessible emergency disconnect switch provided N/A
in an approved location within 100° of, but not less than 20’ from fuel dispensers
b. 2304.3.4 Avre dispenser operating instructions conspicuously posted on every fuel dispenser N/A
c.2303.2.4 Are fuel dispensers unobstructed & in clear view of the attendant at all times N/A
d. 2305.5 Avre approved portable fire extinguishers complying with Section 906 with a N/A
minimum rating of 2-A 20-B:C provided & located not more than 75’ from pumps,
dispensers, & fill pipe openings
e. 2305.6 Are warning signs provided & posted within sight of each dispenser as per this N/A
section
f. 2305.7 Are weeds and other combustible materials kept at least 10’ from fuel-handling N/A
equipment
g. 2306.4 Are above-ground tanks provided with vehicle impact protection N/A
h. 2306.5 Are above-ground tanks provided with secondary spill containment N/A
SECTION 12 | HAZARDOUS MATERIALS (HAZ-MATYS) YES NO | COMMENTS
a. 407.2 Are S.D.S. sheets for all haz-mats readily available on the premises
b. 407.3 Avre spaces and individual containers containing haz-mats properly labeled and v
identified
c. 5004.2 Avre stored haz-mats provided with approved secondary spill containment v 05/03/2023
detector added
d. 5003.7.1 Are proper “NO SMOKING” signs provided as per this section v 05/03/2023
SECTION 13 | MISCELLANEOUS YES | NO | COMMENTS
a. 403.1 Is an approved fire safety & evacuation plan prepared and maintained for the v on back door
building /occupancy 05/03/2023
b. 405.1 Are emergency evacuation drills conducted at the intervals as specified in Table v on back door
405.2 05/03/2023
c. 405.5 Are records of emergency evacuation drills kept and maintained on the premises
d. 505.1 Are approved address and building numbers properly placed & plainly visible from v
the street
e. 506.1 Are approved key boxes (Knox boxes) provided, properly located, and equipped with N/A
the proper keys.
f. 703.1 Is all required fire resistance rated construction properly maintained as per code v
g. 703.1 Are openings through fire resistance rated assemblies properly protected and v
maintained
h. 5303.5 Are compressed gas cylinders and systems secured and safeguarded against damage v 05/03/2023
and access
i.5303.6.1 Are compressed gas cylinder caps or collars in place at all times except when tanks v 05/03/2023

are in use

INSPECTOR: LT. CLYDE PITTS

DATE: December 22, 2022




Item Number

REMARKS

Section 2 A: Need a copy of the fire alarm report from your provider (in accordance with NFPA 72)

Section 5 F: Did not see an occupancy sign...if you have one just send me a picture. Otherwise you will need to
provide your occupancy and we will fill out the card. The Building Department may have the number of
occupants allowed on file from when you were issued a Certificate of Occupancy or you can have an
architect calculate the number base on the floor plan and use of space.

J/K: Need a lighting report from your provider showing the exit signs and emergency lighting were
tested under emergency power for a minimum of 90 minutes.

Section 7 C/D: Small amount of items stored around two electrical panels. Try to maintain the 36” clearance
radius around electrical panels.

E: Please label the door shown in the attached pictures and electrical room sign (electrical panel in room)

Section 12 A: If applicable need to see an S.D.S sheet for the compressed gas cylinder materials
C: Should have a secondary containment or detection system
D: No Smoking Sign posted on door and near tanks

Section 13 A-C: Need to see a fire safety/ evacuation plan and a log showing the “quarterly with all employees” fire

drills being conducted.
*if one has not been done, please create and execute going forward

H/I: Compressed gas cylinders need to be secured from falling over (chained, etc.) and cylinders not in
use (full or empty) need caps or collars on them
*a leak detection system should be installed

*** All ltems corrected as of 05/03/2023

INSPECTOR: LT.CLYDEPITTS DATE: December 22, 2022




9.

FIRE INSPECTION REPORT, NOTICE OF VIOLATION & ORDER TO REMEDY SAME

Portable Fire Extinguishers (PFE’s):

Fire Alarm System & Smoke Detectors:
*901.6.1 Standards. Fire protection systems shall be inspected, tested and maintained in
accordance with the referenced standards listed in Table 901.6.1. (Fire alarm systems NFPA 72
and Portable fire extinguishers NFPA 10)

Fire Suppression Sprinkler System & Fire Hydrants:

Standpipe, Cabinets & Fire Department Connections:

Exits, Means of Egress & Occupancy:

*1004.9 Posting of occupant load. Every room or space that is an assembly occupancy shall
have the occupant load of the room or space posted in a conspicuous place, near the main exit or
exit access doorway from the room or space, for the intended configurations. Posted signs shall
be of an approved legible permanent design and shall be maintained by the owner or the owner’s
authorized agent.

*1013.3 lllumination. Exit signs shall be internally or externally illuminate

*1008.1 Means of egress illumination. Illumination shall be provided in the means of egress in
accordance with Section 1008.2. Under emergency power, means of egress illumination shall
comply with Section 1008.3.

Combustible Storage & Waste Materials:

Electrical:

Elevators, Dumbwaiters & Escalators:

Commercial Kitchens:

10. Heating Systems:

11. Motor Fuel Dispensing Facilities & Repair Garages:

12. Hazardous Materials (Haz-Mats):

*407.2 Safety Data Sheets. Safety Data Sheets (SDS) for all hazardous materials shall be either readily
available on the premises as a paper copy, or where approved, shall be permitted to be readily retrievable
by electronic access.

*5307.2.1 Gas detection system. In rooms or areas not provided with ventilation in accordance
with Section 5307.2, a gas detection system complying with Section 916 or, where approved, an oxygen
depletion alarm system, either of which initiates audible and visible alarm signals in the room or area where
sensors are installed, shall be provided.



13. Miscellaneous:
*5303.5 Security. Compressed gas containers, cylinders, tanks and systems shall be secured
against accidental dislodgement and against access by unauthorized personnel in accordance
with Sections 5303.5.1 through 5303.5.3.

- 5303.5.3 Securing compressed gas containers, cylinders and tanks. Compressed gas
containers, cylinders and tanks shall be secured to prevent falling caused by contact, vibration or
seismic activity. Securing of compressed gas containers, cylinders and tanks shall be by one of
the following methods:

1. Securing containers, cylinders and tanks to a fixed
object with one or more restraints.

2. Securing containers, cylinders and tanks on a cart or
other mobile device designed for the movement of
compressed gas containers, cylinders or tanks.

*5303.6.1 Compressed gas container, cylinder or tank protective caps or collars.
Compressed gas containers, cylinders and tanks designed for protective caps, collars or
other protective devices shall have the caps or devices in place except when the containers,
cylinders or tanks are in use or are being serviced or filled.
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INSPECTION AND TESTING FORM

DATE: 3/30/23
TIME: 12:30PM
SERVICE ORGANIZATION PROPERTY NAME (USER)
Name: Perfection Detection Si ity Syst Inc. Name: _RYE VILLAGE SOCIAL
Address: 332 Route 100, 2nd F1., Somers, NY 10589 Address: 67 PURCHASE ST., RYE, NY 10580
Representative: ANTHONY ARINIELLO Owner Contact: MICHAEL LUCENTE 914-500-5213
License No.: NYS LICENSE # 12000242721 Telepl 014-812-4267 (PREMISE)
Telephone: (914) 676-8583
MONITORING ENTITY APPROVING AGENCY
Contaci: Affiliated Monitoring Contact: RYE CITY FIRE DEPARTMENT
Teleph (800) 434-4000 Teleoh 914-967-3457
Monitoring Account Ref, No.: 244-3214
TYPE TRANSMISSION SERVICE
d MecCulloh U Weekly
J Multiplex U Monthly
M Digital O Quarterly
' Reverse Priority O Semiannually
O RF X Annually
U Other (Specify) X Other (Specify) Service calls as needed
Control Unit Manuf : FIRELITE Model No.: MS9050

Circuit Styles: ADDRESSABLE

Number of Circuits: 2 DATA
Softwarc Rev.: N/A

Last Date System Had Any Service Performed: 2/13/23

Last Date that Any Software or Configuration Was Revised: N/A

ALARM-INITIATING DEVICES AND CIRCUIT INFORMATION

Quantity Circuit Style
___g* Manual Fire Alarm Boxes
13 D lon Detectors
S R Photo Detectors
- s Duct Detectors
i S Heat Detectors
B Waterflow Switches
L Supervisory Switches
1 E

Other (Specify): ANSUL

(NFPA Inspection and Testing 1 of 4)




ALARM NOTIFICATION APPLIANCES AND CIRCUIT INFORMATION

Quantity Circuit Style

Bells

4 ADDRESSABLE Homs/Strobes
Chimes

3 ADDRESSABLE Strobes

] ADDRESSABLE Speakers /Annunciator
Other (Speeify):

No. of alarm notification appli ircuits: _7

Are circuils monitored for integrity? M Yes O No

SUPERVISORY SIGNAL-INITIATING DEVICES AND CIRCUIT INFORMATION
Quantity Circuit Style

N
A

Building Temp.

Site Water Temp,

Site Water Level

Fire Pump Power

Fire Pump Running

Fire Pump Auto Position

Fire Pump or Pump Controller Trouble
Fire Pump Running

Generator In Auto Position
Generator or Controller Trouble
Switch Transfer

Generator Engine Running

I

Ll

Other:
SIGNALING LINE CIRCUITS
Quantity and style (Sec NFPA 72, Table 3-6) of signaling line circuits connected to system:
Quantity 2 Style(s) CLASS 4
SYSTEM POWER SUPPLIES
a. Primary (Main):  Nominal Voltage 119 VAC , Amps 20 AMP
Overcurrent Protection:  Type BREAKER , Amps 20 AMP
Location (of Primary Supply Panelhoard): 1ST FL
Di ing Means [ jon: 1STFL

b. Secondary (Standby):
X__ Storage Battery: Amp-Hr. Rating 7.0 AH
Calculated capacity to operate system, in hours: X 24 60
Engine-driven gencrator dedicated to fire alarm systom:

Location of fuel

TYPE BATTERY
4 Dry Cell
J Nickel-Cadmium
XA Sealed Lead-Acid
3 Lead-Acid
3 Other (Specify):
¢. Emergency or standby system used as a backup to primary power supply, instead of using a secondary power supply:
Emergency system described in NFPA 70, Article 700
X Legally required standby described in NFPA 70, Article 701

Op | iby system described in NFPA 70, Article 702, which also meets the performance requirements
of Article 700 or 701.

(NFPA Inspection and Testing 2 of 4)




PRIORTO ANY TESTING

NOTIFICATIONS ARE MADE Yes No Who Time
Monitoring Entity p. ¢ 8 Affiliated Monitoring 12:34PM
Building Occupants - ¢ 8] MICHAEL LUCENTE 12:35 PM
Building Management Q |
Other (Specify) =] a
AHl (Notified) of Any Impairments Q a
SYSTEM TESTS AND INSPECTIONS
TYPE Visible Functional Comments
Control Unit X X A
Interface Eq, a X 1
e =
Lamps/LEDS J X
Fuses o X L
Primary Power Supply X )|
Trouble Signals g X ~
Disconneet Switches b § b4 U
Ground-Fault Monitoring u a K
SECONDARY POWER
TYPE Visible Funetional Comments
Battery Condition X ™
Load Voltage X A
Discharge Test b4 1
Charger Test b’ ¢ ks
Specific Gravity #] 1
TRANSIENT SUPPRESSORS u L
REMOTE ANNUNCIATORS d X
NOTIFICATION APPLIANCES
Audible M M O
Visual = M (V4
Speakers u} a [AN
Voice Clarity Q
INITIATING AND SUPERVISORY DEVICE TESTS AND INSPECTIONS
Device Visual Functional Factory Meas.

Loe. & SIN Type Check Test Setting Setting Pass Fail
FRONT/REARDRS  PULL STATIONS - » x a
BATHROOMS SMOKES b b { b )
DINING RM SMOKE M X M u
KITCHEN/PREP HEAT b4 Q ] I8
OFFICEPANEL SMOKE o b g b1 a
KITCHEN ANSUL 5 b b- 4 Q

C ALL SMOKES, ANSUL, AND PULL STATIONS TESTED AND FUNCTIONAL.

NO BATTERY REPLACEMENT NECESSARY.,

(NFPA Inspaction and Testing 3 of 4)




EMERGENCY COMMUNICATIONS EQUIPMENT

Visual Functional Comments
Phone Set a ]
Phone Jacks X b RJ-31X (2)
Off-Hook Indicator J Q0
Amplifier(s) 0 Q
Tone Generator(s) a Q
Call-in Signal J a
System Performance a u]
Device Slmulnl:ed
Visual ration Operation
INTERFACE EQUIPMENT Ope
(Specify) RJ-31X (2) X X X
(Specity) a Q s
(Specify) a a 5]
SPECIAL HAZARD SYSTEMS
(Specify) Q a 8]
(Specify) J Q Q
(Specify) a] Q (]
Special P i
C
SUPERVISING STATION MONITORING Yes No Time Comments
Alarm Signal b1 (=] 12:48 PM A
Alarm Restoration X u 12:50 PM L
Trouble Signal M ] 12:51 PM -
Supervisory Signal M a 12:53 PM a
Supervisory Restoration x (n] 12:54 PM K
NOTIFICATIONS THAT TESTING IS COMPLETE Yes No Whe Time
Building Management b= ] 8] MICHAEL LUCENTE 2:31PM
Monitoring Agency N a AFFILIATED MONITORING ~ 2:34 PM
Building Oceupants a d
Other (Specify) g (]
The following did not op: correctly:
System restored to normal operation:  Date: 3/30/23 Time: 2:34 PM

THIS TESTING WAS PERFORMED IN ACCORDANCE WITH APPLICABLE NFPA STANDARDS.

Name of Insy - STEVE INNELLA

Date: 3/30/23

Time; 2:47PM

Signature: LA VD,

Name of Owner or Rep ive: ANTHONY ARINIELLO

Date: 3/31/23/)

Time: 9:37 AM

Signature: _\/'
Ao —

/W

(NFPA Inspection and Testing 4 of 4)




City of Rye
Office of the Fire Inspector

EXIT and Emergency Lighting Inspection Report Form

In accordance with the Code of the City of Rye and the New York State Fire Prevention and Building Code the owner or
authorized agent of the premises shall submit the results of the power test to the code enforcement official upon request

‘%o M

Inspection Date Time Start Time StoP
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IS Locust Avenue - Rve, New York 10380
(914) 967-4530 Office « (W14) 967-8761 Fax

“Protecting People ¢ Preserve Property”



