
 
 

 

 

Capt. John McDwyer 

Sr. Fire Inspector 
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  FIRE INSPECTION CHECKLIST 

 
Inspection Status 

 

Site Address:  1037 Boston Post Rd 
 

 

Business Name:  The Studios @ The Rye YMCA 
 

State Use Classification:   B 

Business Owner:    
Phone:   

Building Owner:    
Phone:   

Emergency Contact:  Robert Maxwell 
 

Phone:  (914) 967-6363 

Building Representative in Attendance:  Robert Maxwell 
 

Phone:  (914) 967-6363 

 

Take notice that the following violations of the New York State Uniform Fire Prevention & Building Code and/or the Code of 

the City of Rye, NY were found to exist at, 1037 Boston Post Rd (The Studios @ Rye YMCA), in the City of Rye, NY on 

June 20, 2023.  The person or entity served with this Order to Remedy must completely cure each violation described in this 

Order to Remedy by July 26, 2023. You are further directed to contact the Fire Department during normal business hours to 

schedule a re-inspection of the premises to confirm full compliance with all applicable codes, laws, rules & regulations. 

Be advised that your failure to correct all violations is a crime punishable by fine, imprisonment or both. 

 

SECTION 1 PORTABLE FIRE EXTINGUISHERS (PFE’S) YES NO COMMENTS 

a. 906.1.   Are PFE’s installed throughout the space & on the premises as required by code. 
   

b. 906.3.1. Is the maximum travel distance to a PFE 75 feet or less. 
   

c. 906.5. Are PFE’s conspicuously located & readily accessible 
   

d. 906.6. Are PFE’s unobstructed / unobscured from view 
   

e. 906.7. Are PFE’s properly mounted as per the manufacturer’s instructions 
   

f. 906.9. Are PFE’s properly installed: < 40 lbs. max. 5’ above floor; > 40 lbs. max. 3.5’ above 

floor. 
   

 

SECTION 2 FIRE ALARM SYSTEM & SMOKE DETECTORS YES NO COMMENTS 

a. 901.6.1. Is the fire alarm system inspected, tested & maintained in accordance with NFPA 72 
   

b. 907.4.2.1. Are manual pull stations located within 5 feet of exits & within 200 feet of each other 
   

c. 907.4.2.2. Is the height of the pull station handle located between 42&48 inches above the floor 
   

d. 907.3 Is a fire alarm system provided in existing buildings as per section 907.3.1 & 907.3.2 
   

 
SECTION 3 FIRE SUPPRESSION SPRINKLER SYSTEM & FIRE HYDRANTS YES NO COMMENTS 

a. 901.6.1. Is the sprinkler system inspected, tested & maintained in accordance with NFPA 25-13 
  Need Report 

      Fire Department 
            City of Rye 

     15 Locust Ave,  Rye NY 10580 

914-967-4530 
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b. 901.6.1. Are the main valves secured against tampering in the open position 

   

c. 901.6.1. Are sufficient clearances maintained from fire sprinkler heads to fixtures or materials 
   

d. 901.6.1. Is a supply of six spare heads & a wrench maintained on the premises 
  08/01/2023 

e. 901.6.1. Are sprinkler heads & cover plates unfinished or of factory applied finish only 
   

f. 901.6.3. Are records of all system inspections, tests & maintenance reports maintained on the 

premises 
  08/01/2023 

g. 913.5. Is the fire pump inspected, tested & maintained in accordance with this section & 

NFPA 25 
  08/01/2023 

h. 507.5.2. Is the fire hydrant system properly maintained, operational, compatible w/ NST & 

tested annually 
   

i. 507.5.4. Are fire hydrants & fire protection equipment unobstructed 
   

j. 507.5.5.  Is a clear space of not less than 3 feet maintained around all hydrants 
   

k. 901.8. Are all fire protection systems in place and maintained untampered 
   

 

SECTION 4 STANDPIPE, CABINETS & FIRE DEPARTMENT CONNECTIONS YES NO COMMENTS 

a. 901.6.1 Is the standpipe system inspected, tested & maintained in accordance with NFPA 25-14 
  N/A 

b. 901.6.1 Has the required flow test been performed within the past 5 years as per NFPA 25-14 
  N/A 

c. 912.2.3 Are standpipe FDC threads compatible with fire department standards 
  N/A 

d. 905.7. Are cabinets containing firefighting equipment unobstructed/ unobscured 
  N/A 

e. 905.7.1 Are cabinets containing firefighting equipment properly identified & labeled 
  N/A 

f. 912.2.1 Are exterior FDC’s fully visible & recognizable from the point of fire department 

access 
   

g. 912.4. Are all FDC’s unobstructed and available for immediate access by the fire department 
   

 

SECTION 5 EXITS, MEANS OF EGRESS & OCCUPANCY YES NO COMMENTS 

a. 1031.2 Are exits & exit enclosure continuously maintained free from obstructions or 

impediments 
   

b. 1031.3 Is the means of egress free from obstructions including accumulated ice/snow 
   

c. 1031.6 Are exits maintained unobstructed by furnishings, decorations, draperies, mirrors, etc.  
   

d. 1031.7 Are existing emergency escape & rescue openings maintained as per this section 
   

e. 1010.1. Are egress doors provided and maintained as required by this section 
   

f. 1004.9 Are all spaces having an assembly occupancy posted with an approved occupant load 

sign 
   

g. 1013.1 Are exits marked by properly located, approved & readily visible exit sign 
   

h. 1013.1 Is the maximum travel distance to any exit sign in an exit access corridor 100 feet or 

less 
   

i. 1013.4 Are tactile exit signs complying with ICC/ANSI 117.1 provided as required by code 
  N/A 

j. 1013.3 Are all exit signs illuminated at all times 
   

k. 1008.1 Are the means of egress and exit discharge illuminated at all times the building is 

occupied 
   

l. 1018.3. Are public aisles in group B & M occupancies maintained at least 36” wide where 

fixtures are placed on one side of the aisle & 44” wide where fixtures are placed on 

both sides 

   

m. 1018.3. Are non-public / non-accessible aisles serving less than 50 people maintained at least 

28” wide, or at least 36” wide where serving 50 or more people 
   



 

 

 

 

SECTION 6 COMBUSTIBLE STORAGE & WASTE MATERIALS YES NO COMMENTS 

a. 304.1. Is the building(s) and premises maintained free from accumulated combustible waste 

material(s) 
   

b. 304.1.2 Is property free from weeds, grass, vines or other growth capable of being ignited 
   

c. 304.2 Is combustible rubbish stored so as not to create a nuisance or hazard to the public 
   

d. 315.3 Are combustible materials properly stored & separated from ignition sources 
   

e. 315.3.1 Is storage maintained 24” or more below the ceiling in non-sprinklered buildings, and 

18” or more below sprinkler head deflectors in sprinklered buildings 
   

f. 315.3.2 Are exits & exit enclosures maintained free from stored combustible materials 
   

g. 315.3.3 Are boiler, mechanical & electrical rooms maintained free from stored combustible 

material 
   

h. 313.1 Is building maintained free from stored fueled equipment (motorcycles, mopeds, 

mowers, etc.) 
   

 

SECTION 7 ELECTRICAL YES NO COMMENTS 

a. 604.1. Is the building free from modified / damaged wiring, devices, appliances, equipment, 

and maintained free from electrical hazards 
   

b. 604.2 Are electrical service equipment areas properly illuminated 
   

c. 604.3 Are proper working space clearances provided & maintained for electrical service 

equipment 
   

d. 604.3 Are electrical service equipment working spaces free from any stored materials 
   

e. 604.3 Are all electrical control panel room doors, panel boards & disconnects properly 

labeled 
  08/01/2023 

f. 604.4 Is the building free from unfused multi-plug electrical adapters 
   

g. 604.5 Are electrical extension cords being used in a safe manner as per code 
   

h. 604.6 Are all junction, switch & outlet boxes fitted with approved covers or plates 
  08/01/2023 

i. 604.6 Is the building free from open wiring spliced electrical connections 
   

j. 604.8 Are electrical motors maintained free from accumulated oil, dirt & debris 
   

k. 915.1 Are carbon monoxide detectors installed & maintained as required by this section and 

by 1103.9 
   

 

SECTION 8 ELEVATORS, DUMBWAITERS, & ESCALATORS YES NO COMMENTS 

a. [PM] 603.1. Are elevators properly maintained, and is the current certificate of inspection on the 

premises 
  N/A 

b. 606.3 Are approved standardized, pictorial signs posted adjacent to each elevator call station 

on all floors reading “IN FIRE EMERGENCY, DO NOT USE ELEVATOR, USE 

EXIT STAIRS 

  N/A 

c. 606.7. Are keys for elevator car doors & fire department service kept in an approved location 
  N/A 

d. 315.3.3. Are elevator machine rooms maintained free from stored combustible material 
  N/A 

e. [B] 3005.1. Are elevator machine room doors maintained unobstructed at all times 
  N/A 

 

SECTION 9 COMMERCIAL KITCHENS YES NO COMMENTS 

a. 906.1.   Are portable Class K fire extinguishers installed within 30 feet of cooking equipment 
  N/A 



 
b. 904.12.5. Is the fire protection equipment inspected, tested & maintained as per Section 901.6 

  N/A 

c. 904.12.5.2. Are automatic fire extinguishing systems serviced at least every 6 months & after 

system activation, and is the certificate of inspection forwarded to the code 

enforcement official 

  N/A 

d. 904.12.5.3 Are fusible links & automatic sprinkler heads replaced annually 
  N/A 

 

SECTION 10 HEATING SYSTEMS YES NO COMMENTS 

a. [PM] 603.1. Are all heating appliances properly installed & maintained in a safe working 

condition 
   

b. [PM] 603.2. Are all fuel-burning appliances & equipment connected to an approved chimney or 

vent 
   

c. [PM] 603.3. Are heating appliances maintained with proper clearances from combustible material  
   

d. [PM] 603.4. Are safety controls for fuel-burning equipment maintained in effective operation 
   

d. [PM] 603.5. Is the fuel-burning equipment provided with adequate combustion & ventilation air 
   

 

SECTION 11 MOTOR FUEL DISPENSING FACILITIES & REPAIR GARAGES YES NO COMMENTS 

a. 2303.2 Is an approved, labeled & readily accessible emergency disconnect switch provided 

in an approved location within 100’ of, but not less than 20’ from fuel dispensers 
  N/A 

b. 2304.3.4 Are dispenser operating instructions conspicuously posted on every fuel dispenser 
  N/A 

c. 2303.2.4 Are fuel dispensers unobstructed & in clear view of the attendant at all times 
  N/A 

d. 2305.5 Are approved portable fire extinguishers complying with Section 906 with a 

minimum rating of 2-A 20–B:C provided & located not more than 75’ from pumps, 

dispensers, & fill pipe openings 

  N/A 

e. 2305.6 Are warning signs provided & posted within sight of each dispenser as per this 

section 
  N/A 

f. 2305.7 Are weeds and other combustible materials kept at least 10’ from fuel-handling 

equipment 
  N/A 

g. 2306.4 Are above-ground tanks provided with vehicle impact protection 
  N/A 

h. 2306.5 Are above-ground tanks provided with secondary spill containment 
  N/A 

 

SECTION 12 HAZARDOUS MATERIALS (HAZ-MATS) YES NO COMMENTS 

a. 407.2 Are S.D.S. sheets for all haz-mats readily available on the premises 
  N/A 

b. 407.3 Are spaces and individual containers containing haz-mats properly labeled and 

identified 
  N/A 

c. 5004.2 Are stored haz-mats provided with approved secondary spill containment 
  N/A 

d. 5003.7.1 Are proper “NO SMOKING” signs provided as per this section 
  N/A 

   

SECTION 13 MISCELLANEOUS YES NO COMMENTS 

a. 403.1 Is an approved fire safety & evacuation plan prepared and maintained for the 

building /occupancy 
   

b. 405.1 Are emergency evacuation drills conducted at the intervals as specified in Table 

405.2 
  N/A 

c. 405.5 Are records of emergency evacuation drills kept and maintained on the premises 
  N/A 

d. 505.1 Are approved address and building numbers properly placed & plainly visible from 

the street 
   

e. 506.1 Are approved key boxes (Knox boxes) provided, properly located, and equipped with 

the proper keys.  
   

f. 703.1 Is all required fire resistance rated construction properly maintained as per code 
   



 
g. 703.1 Are openings through fire resistance rated assemblies properly protected and 

maintained 
  08/01/2023 

h. 5303.5 Are compressed gas cylinders and systems secured and safeguarded against damage 

and access 
  N/A 

i. 5303.6.1 Are compressed gas cylinder caps or collars in place at all times except when tanks 

are in use 
  N/A 

 

INSPECTOR:  LT. CLYDE PITTS     DATE: June 20, 2023 

  

 

INSPECTOR:   LT. CLYDE PITTS     DATE: June 20, 2023 

 

 

Item Number REMARKS 

Section 3 -Need Sprinkler System test and maintenance report 
-Need sprinkler head box installed and supplied with spare heads and wrench 

Section 7 -Label Electrical/ Mechanical room door 
-One open junction box found 

Section 13 -Open penetrations in basement walls (missing drywall at base of wall) 

  

  

 08/01/2023: 
On or before this date all items have been corrected and all reports submitted 

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  



 

 

FIRE INSPECTION REPORT, NOTICE OF VIOLATION & ORDER TO REMEDY SAME 

 

1. Portable Fire Extinguishers (PFE’s): 

  

2. Fire Alarm System & Smoke Detectors: 

 

3. Fire Suppression Sprinkler System & Fire Hydrants: 

 

4. Standpipe, Cabinets & Fire Department Connections: 

 

5. Exits, Means of Egress & Occupancy: 

 

6. Combustible Storage & Waste Materials: 

 

7. Electrical: 

 

8. Elevators, Dumbwaiters & Escalators: 

 

9. Commercial Kitchens: 

 

10. Heating Systems: 

 

11. Motor Fuel Dispensing Facilities & Repair Garages: 

 

12. Hazardous Materials (Haz-Mats): 

 

13. Miscellaneous:  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

ZACCAGNINO 

ELECTRIC 

6/20/23 

To whom it may concern: 

This letter is to confirm that all of the exit and emergency 

lighting at 1()37 Boston Post Rd have been inspected and 

authorized by Zaccagnino Electric per a 90-Minute run test. 

Regards, 

Angelo Zaccagnino 

 

President 

ZACCAGNNO ELECTRIC 81 MAPLE AVENUE, RYE NY 10580 914-921-3244 



 

 

 

OPEN SYSTEMS 

 

April 18, 2023 

Rye YMCA Studio 

1037 Boston Post Rd. 

Rye, NY 10580 

Reference:  Annual Fire Alarm Inspection 

To whom this may concern: 

Attached, please find the inspection report for the above referenced location. Our service technician, 

John Lynch, performed the annual inspection of the Siemens FC-901 fire alarm system on March 24, 
2023. 

• All devices tested were in proper working condition during inspection. 

• The audio/visual test was performed. 

• Batteries tested ok. 

• Panel is operating correctly with Central Station. e Panel normal upon departure. 

Please be advised a copy of this inspection report must be kept on the premises for the Fire Dept. to 

view upon request. 

Should you have any questions/concerns regarding your fire alarm system or need assistance with any 

of the other services we provide which include: monitoring, sound communications, Integrated 

Security and CCTV, please let us know we would be happy to assist you. 

At this time, we would like to thank you for allowing Open Systems Metro N.Y., Inc. the opportunity 

to provide the annual maintenance of your fire alarm system and look forward to hearing from you 

soon. 

Sincerely, 

 
Alb rt Forbes 

Inspection Manager 
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RYE Y.M.C.A. 

1037 BOSTON POST RD., RYE, NY 10580 

ANNUAL FIRE ALARM INSPECTION REPORT 

 

SYSTEMS 2 4 2023  Techs: 
System: SIEMENS 

DEVICE ADDRESS FLOOR LOCATION RESULTS 

SMOKE 

DETECTOR 
1-21 LL OPEN AREA 

PASS  I 
N/A( VISUALI I 

SMOKE 

DETECTOR 
1-11 

 
OPEN AREA 

PASS [KFAIL[ I 

N/A I ] 

VISUAL( J 

SMOKE 

DETECTOR 
1-10 LL OPEN AREA 

PASS FAIL [ 
N/A [ I VISUALI 

I 

SMOKE 

DETECTOR 
1-9 

 
OPEN AREA 

PASS [MFAIL [ ] 

N/A I I VISUAL 

( I 

SMOKE 

DETECTOR 
1-12 

 
OPEN AREA 

PASS W FAIL 1 1 
N/A [ I VISUALI 

I 

PULL 

STATION 
1-46 

 
RIGHT EXIT 

PASS ["FAIL I 

I N/A [ 

VISUALI 

SMOKE 

DETECTOR 
1-15 

 
OPEN AREA 

PASS [K FAIL [ 
N/A [ I VISUALI 

I 

PULL 

STATION 
1-44 

  PASS [ FAILI ] 
N/A [ I VISUAL 

[ J 

SMOKE 

DETECTOR 
1-14 

 
OPEN AREA 

PASS VAIL [ ] 
N/A I ] VISUAL 

[ ] 

PULL 

STATION 
1-43 LL STAIR A 

PASS [ -FAIV[ ] 
N/A [ I VISUAL[ 

] 

SMOKE 

DETECTOR 
1-13 

 
OPEN AREA 

PASS [ FAILI I 
N/A [ ] VISUAL 

[ ] 

SMOKE 

DETECTOR 
1-20 

 
OPEN AREA 

PASS [ FAIL [ ] 
N/A [ ] VISUAL 

[ I 

PULL 

STATION 
1-42 FIRST INSIDE STAIR 1 

PASS J FAIL [ 

N/A [ ] VISUAL 

[ 



 

PULL 

STATION 
1-41 FIRST 

CORR BY EMERGENCY 

Exrr 

PASS FAIL [ 

N/A [ ] VISUAL 



OPEN  Date: MAR  

2 

 RYE Y.M.C.A.  
1037 BOSTON POST RD., RYE, NY 10580 

ANNUAL FIRE ALARM INSPECTION REPORT 

2 4 2023 Techs: 

S tem: SIEMENS 

DEVICE ADDRESS FLOOR LOCATION RESULTS 

SMOKE 

DETECTOR 
1-1 FIRST MANAGER'S ROOM 

PASSI FAIL [ J 
N/A [ VISUALI I 

PULL 

STATION 
1-40 FIRST MAIN ENTRANCE 

PASS [..(FAIL 

N/A [ I 

VISUALI 

SMOKE 

DETECTOR 
1-4 FIRST CASH ROOM 

PASS FAIL [ ] 
N/A I ] VISUALI 

I 

SMOKE 

DETECTOR 
1-8 LL OPEN AREA 

PASS [VFAIL I 

N/A I VISUAL [ 

J 

PULL 

STATION 
1-47 FIRST STAIR 2 

PASS [KFAIL [ ] 

N/A [ I VISUAL 

[ 

SMOKE 

DETECTOR 
1-29 FIRST EGRESS STAIR 1 

PASS cq4AIL [ 

N/A [ I VISUAL 

[ ] 

SMOKE 

DETECTOR 
1-66 FIRST EGRESS STAIR 2 

PASS [ FAILI I 
N/A [ ] VISUAL 

[ I 

SMOKE 

DETECTOR 
1-16 FIRST EGRESS STAIR 1 

PASS [VFAIL [ 

I N/A [ I 

VISUAL [ I 

SMOKE 

DETECTOR 
1-81 FIRST OUTSIDE STAIR #2 

PASS  ] 
N/A [ I VISUALI 

1 



OPEN  Date: MAR  

3 

SMOKE 

DETECTOR 
1-27 FIRST OUTSIDE STAIR #1 

PASS [ FAIL [ ] 
N/A [ VISUAL [ 

] 

SMOKE 

DETECTOR 
1-63 FIRST OUTSIDE SHOWER 1 

PASS [V FAIL ] 

N/A [ ] VISUAL 

[ 

SMOKE 

DETECTOR 
1-28 FIRST JANITOR'S CLOSET 

PASS [ FAIL [ ] 
N/A I ] VISUAL 

[ ] 

SMOKE 

DETECTOR 
1-62 FIRST STORAGE 1 

PASS [KFAIL [ ] 
N/A [ ] VISUAL 

[ ] 

SMOKE 

DETECTOR 
1-87 FIRST OUTSIDE RR 

PASS [ FAILI ] 
N/A [ ] VISUALI 

I 
RYE Y.M.C.A. 

1037 BOSTON POST RD., RYE, NY 10580 

ANNUAL FIRE ALARM INSPECTION REPORT 

2 4  

Techs: 

S tern: SIEMENS 

DEVICE ADDRESS FLOOR LOCATION RESULTS 

SMOKE 

DETECTOR 
1-80 FIRST NEAR CHECK 

PASS AIL [ ] 
N/A [ ] VISUAL 

[ ] 

SMOKE 

DETECTOR 
1-25 FIRST FUTURE ELEVATOR 

PASS  ] 
N/A I I VISUALI 

I 

SMOKE 

DETECTOR 
1-79 FIRST COMMONS 

PASS  [ 1 
N/A [ VISUAL [ 

I 

SMOKE 

DETECTOR 
1-78 FIRST ABOVE CEILING 

PASS [W FAIL 

1 1 N/A [ I 

VISUAL [ 

SMOKE 

DETECTOR 

 
FIRST MAIN ENTRANCE 

PASS FAIL [ J 
N/A [ ] VISUAL 

[ I 



OPEN  Date: MAR  

4 

SMOKE 

DETECTOR 
1-71 FIRST CORR OUTSIDE YOGA 

PASS [V/FAILI 

N/A [ ] VISUALI 

] 

SMOKE 

DETECTOR 
1-22 FIRST SPIN ROOM 

PASS ["AIL [ 

N/A [ IVISUAL[ 

] 

SMOKE 

DETECTOR 
1-67 FIRST HIIT STUDIO 

PASS I FAIL [ I 
N/A [ ] VISUAL 

[ I 

SMOKE 

DETECTOR 
1-68 FIRST HITT STUDIO 

PASS [ FAIL [ ] 
N/A [ ] VISUAL 

[ ] 

SMOKE 

DETECTOR 
1-70 FIRST HIIT STUDIO 

PASS [K FAIL 
N/A [ I VISUAL 

[ I 

SMOKE 

DETECTOR 
1-86 FIRST MP STUDIO 

PASSVf FAIL 

[ ] 
N/A [ ] VISUAL 

[ 1 

SMOKE 

DETECTOR 
1-77 FIRST MP STUDIO 

PASS FAIL 1 ] 
N/A [ I VISUAL 

[ ] 

SMOKE 

DETECTOR 
1-94 FIRST CHILD WATCH ROOM 

PASS [ FAILI ] 
N/A [ ] VISUAL 

[ I 

SMOKE 

DETECTOR 
1-69 FIRST CHILD WATCH ROOM 

PASS FAIL I 
N/A [ 1 VISUAL 

[ ] 

RYE Y.M.C.A.  
1037 BOSTON POST RD., RYE, NY 10580 

ANNUAL FIRE ALARM INSPECTION REPORT 



OPEN  Date: MAR  
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2 4 2023 
Techs: 

S stem: SIEMENS 

DEVICE ADDRESS FLOOR LOCATION RESULTS 

SMOKE 

DETECTOR 
1-82 FIRST CHECK IN 

PASS [ FAIL [ I 
N/A [ ] VISUALI 

] 

DUCT 

DETECTOR 
1-54 FIRST UNIT 3 1--111T STUDIO 

PASS [V FAIL 

N/A I I VISUAL 

[ 1 

DUCT 

DETECTOR 
1-55 FIRST UNIT #1 SPIN ROOM 

PASS FAIL [ ] 
N/A I ] VISUAL [ 

1 

DUCT 

DETECTOR 
1-320 FIRST EXERCISE ROOM 

PASS [ FAIL [ 1 
N/A [ I VISUALI 

I 

 
1-318 BSMT BASEMENT OOHC HEATER 

PASS U-fAIL 1 1 
N/A [ I VISUALI 

1 

 
1-93 FIRST 

FIRST FL SMOKE 

COMMONS 

PASS fLd4AIL [ ] 

N/A [ I VISUALI 

] 

 
1-17 FIRST 

SMK 1ST FL CORR. 

OUTSIDE MULTIPURPOSE 

ROOM 

PASS [ I FAILI ] 
N/A [ I VISUAL [ 

] 

AB 1-92 FIRST 
SMOKE FIRST FL HilT 

STUDIO 

PASSI FAILI ] 
N/A [ ] VISUAL [ 

1 

 
1-91 FIRST 

SMOKE FIRST FL OUTSIDE 

CYCLING STUDIO 

PASS [ FAIL [ ] 
N/A [ ] VIS AL 

[ ] 

BATI'ERIES 
 

PASS [ FAIL [ I 
N/A ] VISUAL [ ] 

FAN 

SHUTDOWN 

 
PASS [h FAIL [ ] 
N/A q VISUAL [ 1 

ELEVATOR 

RECALL 

 PASS YFAIL[ ] 
N/A [VVISUALI 

] 



OPEN  Date: MAR  

6 

A/V TEST 

 

 PASS pd FAIL [ ] 
N/A [ VISUAL [ ] 

C.ENTRAL 

STATION 

 

PASS [ FAIL [ I 
N/A I ] VISUAL [ 

I 
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RYE Y.M.C.A. 

1037 BOSTON POST RD., RYE, NY 10580 

ANNUAL FIRE ALARM INSPECTION REPORT 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



W & M Fire Protection Services 

 & M Fire Protection Services 50 Broadway 

 SPRINKLER • ALARM • SPECIAL HAZARDS Hawthorne, NY 10532 
Phone: 914-741-2222 

W  Fire Protection Services, 50 Broadway, Hawthorne, NY, 10532 Phone: 914-741-2222 Page 8 5 

 

W & M Fire Protection Services Wet Fire Sprinkler System Inspection 

ReportSPRINKLER • ALARM • SPECIAL HAZARDS 

Location Code: HSNBRIE  
Contact: Robert Maxwell 

Company: W & M Fire Protection Services 
Contact Address: 1037 BOSTON POST ROAD NYC MASTER FIRE SUPPRESSION 

RYE, NY 10580 LIC. #0243A 

Phone: NYC MASTER FIRE SUPPRESSION 

Email: robert@ryeymca.org 
LIC. # 142 Class B 

CT License # FRP.0040378-Fl , Expires: 
 Property Evaluated: Building at 1037 Boston Post Road 10/31/2023 

 (Assembly) NJ Permit # POI 583, Expires: 4/30/2026 
1037 Boston Post Road 

Address.• 50 Broadway 
Rye, NY 10580 

Hawthorne, NY 10532 
Description: Wet (Wet System) 

Company Phone: 914-741-2222 
Work Order: SV2306210402/l 

Company Fax.• 914-741-2297 

Inspector: Terence Reynolds 
Nicet Inspection & Testing ofWaterBased 

Systems: Grade Ill # 143093 

Date Of Work: 7/17/2023 

Frequency: Annual 

Tag: SV2306210402/l 

 

Deficiency Summary 

Status: Open 
a. Appears that the F.D.C. is in satisfactory condition, couplings free, caps or plugs in place and check valves tight? 

No automatic ball drip 
NFPA 25-2014 13.7.1 

Firedepartmentconnectionsshall be inspected quarterly to verify the following: Couplings or swivels are not damaged and rotate smoothly; Plugs 

or caps are in place and undamaged; Fire department connections are visible and accessible; Identification signs are in place. 

 

Status: Open 
d. Has the five years hydrostatic test been performed on piping from the fire department connection to the fire department check valve 

FDC Hydrostatic Testing Needed 
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Status: Open 
e. Are extra sprinklers available on the premises in a head cabinet, along with the appropriate head wrench? 

Need spare head box 
NFPA 25-2014 5.2.1.4 

The supply of spare sprinklers shall be inspected annually for the following: (l) The correct number and type of sprinkler as required by 5.4. I .5 

(2) A sprinkler wrench for each type of sprinkler as required by 5.4. I .5.5 (3) The list of sprinklers as required by 5.4. I .5.6 

 

General Comments 

These items are outside the regular scope Ofthe required inspection and are not the result ofan engineering review. This information is not intended to he 

al/inclusive but rather a list ofitems discovered as a by-product ofthe required inspection. 

There are no general comments for this submission 

 
 & M Fire Protection  I Of  

 

Wet Fire Sprinkler System Inspection Report 

Tag 
Inspection Frequency: 
Property Being Evaluated: 

 
Owner: 

 
Property Address: 

 
I. General 
A. (To be filled out by the Owner or Owner's Representative) 
Has the Owners section been answered on another inspection report that will be submitted with 
this inspection report? 
B. (To be answered by the inspector) 
a. Is System in service upon arrival? 
b. Was the alarm panel free Of alarm and trouble signals upon arrival? (If no, please explain in 
comments) 
c. Does there appear to be proper clearance between the top Of all storage and the sprinkler deflector? 
d. Does it appear that visible exterior openings are protected against the entrance of cold aid? 
2. Control Valves 
a. Do Control Valves appear to be free of damage/leaks? 
b. Are all control valves sealed, secured, or supervised in the open position? 

Yes n No 

"I Yes No 
V Yes 

IANoDN/A 

Yes J No C N/A 
Yes Fl No r: N/A 

€ Yee No 
Control 
Valves; Valves: 

Type: 
Additional 

Info: 

Easily 
Accessible? 

Signs? Valve in 

proper 

osition ? 

Secured? 
Supervision 
Operational? 
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Backflow 2 OS&Y  Yes 
 Yes No 

N/A  

 Yes No 
N/A  

System  
BFV  

V" Yes No 
Yes L No 

N/A V Yes n No 
Yes NO 

N/A 
Yes NO 

N/A 

3. Water Supplies 

a. Water Supply Source City Private 

 
 Pressure Fire Pump & Tank i Pressure Fire Pump & City  Pressure Fire Pump & Pond 

Main Drain Main 
Drain Pipe 

Size 

Static 
Pressure 

Before 

Flow 
Pressure 

Static 
Pressure 

After 

Main Drain Valve 

Location 
Time to 
Restore 

Pressure 

Results 

Wet 2" 80 65 80 Mechanical Rm 3seconds Pass L Fail N/A 

4. Tanks, Pumps, Fire Dept. Connections 

a. check Appears valves that tight?the F.D.C. is in satisfactory condition, couplings free, caps or plugs in place and Yes v No N/A b. Are 

fire department connections visible, accessible, and identification sign(s) in place? Yes UNoCN/A 

c. DO fire pumps, gravity, surface and pressure tanks appear to be in good external condition and ; Yes Nov N/A properly maintained? d. 

connection Has the five years hydrostatic test been performed on piping from the fire department L Yes € No L N/A to the fire department check 

valve 
e. Date: 
5. Wet Systems   

S stem # Make Model Size (inches Location/Desc  tion 

wet Reliable  4 Mechanical Rm 

a. Do Valve and Trim appear to be free of damage/leaks and in good condition? 
b. Have all control valves been fully operated and returned to their normal position? 
c. Is the Hydraulic Name Plate, ifrequired, securely attached and legible? 
d. Are there anti-freeze system(s) at this location? 

q Yes' NoCN/A 

Yes € No L N/A 

 & M  Of  
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 W  

6. Alarms 
a. Did the water motor gong operate during testing? 
b. Did the electric alarms operate during testing? 

  
 

V' Yes 

LJNoLN/A 
S stem  Time  

wet 39 seconds   
d. Did the supervisory alarms operate during testing? 
e. Was the alarm panel clear of alarm and trouble signals upon departure? (If no, please 
explain in comments) 
7. Systems, Sprinklers, and Piping (Inspected at the ground level) 
a. Do all gauges appear to be in good condition and read within normal range? 
b. Are all of the gauges dated within 5 years or compared to a calibrated gauge? 
c. Do sprinklers generally appear to be free of damage, corrosion, paint, loading and 
visible obstruction, and appear to be installed in the correct orientation? 
d. Do escutcheons and cover plates for recessed, flush, and concealed sprinklers generally 
appear to be installed? 
e. Are extra sprinklers available on the premises in a head cabinet, along with the 

appropriate head wrench? 

Yes No L N/A 
 v Yes  N/A 

Yes J No C N/A 
Yes A No L N/A 

Yes ANO N/A V 

Yes F Nov N/A 

L.LYes€NoCN/A 

f. Is a list of the installed sprinkler kept in the spare head cabinet? Yes FINO N/A 
Make/Model ofHeads: 
g. Does the exterior condition ofthe fire sprinkler system appear to be satisfactory? 
h. Have all dry sprinklers been replaced or a Sample tested based on the appropriate interval? Install or last sample test date 
i. Have all QR heads been replaced or a sample tested based on the appropriate interval? Install or last sample test date 
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j. Have all SR heads known to be more than 50 years old been replaced or a sample tested? Install or last sample test date k. Have all heads 

known to be more than 75 Years old been replaced or sample tested? Install or last sample test date 
l. Do all known high-temp and sprinklers subject to harsh conditions appear to be less than 5 years old? 
Install or last sample test date 
m. Do all visible pipe supports/hangers and seismic bracing appear to be in good condition? 
n. Does the hose valve(s) on the sprinkler system appear to be in satisfactory condition? 
8. Observations 

q Yes a No CN/A 
L Yes u No N/A 

These items are outside the regular scope Ofthe required inspection and are not the result ofan engineering review. This information is not 

intended to be all-inclusive but rather a list "items discovered as a by-product elthe required inspection. 

 
9. Adjustments or Corrections Made: 

 
10. List Changes in the Occupancy Hazard or Fire Protection Equipment, as Advised by the Owner in Section IA 

 
11. Inspector Information: 
Test Verification: 
Inspected By 
Inspector Signature 

Inspector License: Nicet Inspection & Testing Of Water-Based 

 

 
&MFireProtection  

 

SECUQ.N-LY - OTHER TERMS AND LIMITATIONS 

1. This Agreement is for inspection services only. If Customer wants Companv to make any repairs, alterations or 

replacements as a result of the inspection services performed pursuant to this Agreement, such work and the 

additional compensation to  must be specified in a separate written agreement between CQmpany and 

Customer. 
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2, Any additional system equipment added to the Property after the date of this Agreement or not otherwise specified 

in Section Il of this Agreement is not included in the inspection services to be provided pursuant to this 
Agreement. Inclusion of any such other equipment will require execution of an amendment to this agreement and 

adjustment Of the inspection fee. 

3, The inspection services provided by CQQQany pursuant to this Agreement are limited to an evaluation ofthe 

functionality of the equipment identified in Section Il above. Company will not evaluate or express any opinion as to 

whether the design and/or installation of the system are suitable for the Property or the operations at the Property. 

4. Cempao_vs inspection is limited to a visual inspection of external readily accessible parts ofthe system and will not 

include every component including but not limited to sprinkler heads, pipe, fittings, hangers, pull stations, smoke 

detectors, conduit wire or other parts of the system being inspected. Company will only inspect a representative 

number or sample of the sprinkler heads, pipes, hangers, valves or other devices and equipment in their current 

position. THEREFORE, BY CONDUCTING ITS INSPECTION UNDER THIS AGREEMENT,  DOES NOT 
GUARANTEE OR WARRANT THE CONDITION OR OPERATION OF EVERY PIPE, SPRINKLER HEAD OR OTHER PART OF THE 

FIRE PROTECTION AND/OR FIRE ALARM/SECURITY SYSTEM ON THE PROPERTY. 

5, AS A MATERIAL INDUCEMENT FOR COMPANY TO PROVIDE THE SERVICES SPECIFIED IN THIS AGREEMENT AT THE 
INSPECTION FEE QUOTED IN THIS AGREEMENT, CUSTOMER AGREES THAT COMPANY'S LIABILITY TO CUSTOMER AND 
ALL THIRD PARTIES WITH RESPECT TO ANY CLAIM UNDER THIS AGREEMENT, OR ARISING FROM THE SERVICES 
FURNISHED BY COMPANY, SHALL BE LIMITED TO THE LESSER OF $1,000.00 OR THE TOTAL CONSIDERATION 
ACTUALLY RECEIVED BY COMPANY UNDER THIS AGREEMENT. THE FOREGOING LIMITATION SHALL APPLY TO ALL 
CLAIMS REGARDLESS OF THE NATURE THEREOF, INCLUDING CLAIMS ASSERTED AS A BREACH OF CONTRACr, A 
BREACH OF WARRANTY, NEGLIGENCE, STRICT LIABILITY OR OTHERWISE. IN NO EVENT SHALL COMPANY BE LIABLE 
FOR INCIDENTAL, CONSEQUENTIAL, SPECIAL, AND INDIRECT OR PUNITIVE DAMAGES, OR DAMAGES FOR LOST 
PROFITS. If Customer desires Company to accept an increased limit of liability for the services provided under this 

Agreement, Company will provide an alternate inspection fee quote reflecting such increased limit, provided, 

however, that the increased limit shall be effective only upon Companvs and Customer's execution of a replacement 

agreement confirming the same and Customer's payment of the alternate fee. 

6. Company, following each inspection, will provide to Customer a written "Report of Inspection" ("Report"). If required 

and/or with prior written authorization, Company will provide copies of the Report to the local or state authority 

having jurisdiction on behalf of Customer. If requested by Customer, a copy of the Report will also be forwarded to 

Customer's insurance company. The Report and recommendations, if any, by Comoanv are only advisory in nature 

and are intended to assist Customer in reducing the possibility of loss to the Property by indicating obvious defects 

or impairments to the system(s) which were discovered by gmpau's inspection and which should receive prompt 

attention. 

 
Of  

 

7. Customer agrees to obtain and shall be solely responsible to maintain property and casualty insurance for the 

Property, all contents therein, and operations performed within or around the Property. No insurance company, 
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insurer or bonding company or their successors or assigns shall have any right of subrogation or otherwise against 

Companv arising out of this Agreement or the services provided by Companv pursuant to this Agreement. 

8. Customer agrees to indemnify, defend and hold harmless Companv. its agents. emplovees from and against any and 

all claims, demands, suits, liabilities, damages, judgments, losses and expenses (including, without limitation, 

attorneys' fees) which may be asserted against or incurred by Companv by any third party arising out of or related 

to this Agreement or the services provided by CQmpany pursuant to this Agreement. 

9. Companv will make every reasonable effort to prevent the discharge of water into or onto areas of landscaping, 

decorative pavement, etc., at the Property, however it is Customer's responsibility to provide sufficient and readily 

accessible means to accept the full flow of water that may be required by tests as determined by the type of 

inspection and to take measures to eliminate the formation of ice in any area where a slip and fall hazard could 

occur. 

10.This Agreement may not be assigned by Customer without the written consent of Companv. 

11.This Agreement may be signed in counterparts; a signed facsimile, photocopy, and/or electronic mail of this 

Agreement shall be as binding on both parties just as though this Agreement were executed in its original, 

preprinted form. 

12.This Agreement constitutes the entire Agreement between@mpanyand Customer regarding the subject matter 

hereof and supersedes all prior agreements and understandings relating thereto. Although Customer for it} 

cQnvenience Qr in furtherance Of its procedures mav issue to Company a purchase order. Qrder: 

Qr similar form connection with the services provided by Company pursuant to this Agreement. no 

term oc condition in anv such form that i} different from Qr in ad<ition to the terms set forth in this ,Weement shall 

be applicable. and all such different or additional terms shall be ineffective end void. This Agreement cannot be 

amended or modified except by a writing signed by Customer and Cgmpa_LY. 

13. Customer acknowledges  is relying upon the accuracy of the information regarding Customer and the Property set 

forth in Sections I of this Agreement. Customer represents that all such information is complete and accurate as of 

the date on which this Agreement is signed by Customer. Customer will promptly advise Company in writing of any 

change to such information. 

14.0ther inclusions, exclusions, or attachments (if any) we exclude fire alarm. 
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W& M Fire Protection Services Dry Fire Sprinkler System Inspection 
ReportSPRINKLER • ALARM • SPECIAL HAZARDS 

Location Code: HSNBRIE 

Contact: Robert Maxwell 
Company: 

Contact Address: 1037 BOSTON POST ROAD 

RYE, NY 10580 Phone: 

Email•. robert@ryeymca.org 
Property Evaluated.• Building at 1037 Boston Post Road 

(Assembly) 
1037 Boston Post Road 

Address: Rye, NY 10580 

Description: Dry (Dry System) 
Company Phone: 

Work Order: SV2306210402/1 
Company Fax: 

W & M Fire Protection Services 

NYC MASTER FIRE SUPPRESSION 

LIC. #0243A 
NYC MASTER FIRE SUPPRESSION 

LIC. # 142 Class B 
CT License # FRP.0040378-Fl, 

Expires: 10/31/2023 

NJ Permit # POI 583, Expires: 

4/30/2026 

50 Broadway 
Hawthorne, NY 10532 

914-741-2222 

914-741-2297 

Inspector: Terence Reynolds 

Nicet Inspection & Testing 

ofWaterBased Systems: Grade Ill # 

143093 

Date of Work: 7/17/2023 

Frequency: Annual 

Tag: SV2306210402/l 

 

Deficiency Summary 

Status: Open 
4. Has there been an internal inspection Of the piping within the last 5 years? 

5th year internal inspection needed 

 

Status: Open 
a. Appears that the F.D.C. is in satisfactory condition, couplings free, caps or plugs in place and check valves tight? 

No automatic ball drip 

 

Status: Open 
c. Has the five years hydrostatic test been performed on piping from the fire department connection to the fire department check valve? 

FDC Hydrostatic Testing Needed 
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Status: Open 
j. Has there been an air leakage test of the system(s) within the last 3 years? 
Air leakage test needed 

 

Status: Open 
b. Low air pressure signal passed the test? 
Low Air pressure switch did not report to the FACP 

 

Status: Open 
e. Are extra sprinklers available on the premises in a head cabinet, along with the appropriate head wrench? 

Need spare head cabinet 

 

 
I  

General Comments 

These items are outside the regular scope ofthe required inspection and are not the result ofan engineering review. This information is not intended to be 
allinclusive but rather a list ofitems discovered as a byproduct ofthe required inspection. 

There are no general comments for this submission 
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Dry Fire Sprinkler System Inspection Report 

Tag 
Inspection Frequency: 
Property Being Evaluated: 

 
Owner: 

 
Property Address: 

 
1. General 
A. (To be filled out by the Owner or Owner's Representative) 
Has the Owners section been answered on another inspection report that will be submitted with Yes No 
this inspection report? 
Answers to thefollowing questions should befor allfire and life safety systems and not limited to the scope ofthe present inspectionform. 
l. Has the occupancy, machinery, or operations remained the same since the last inspection? 
2. Has the system(s) remained in service without modifications or repairs since the last 
inspection? 
3. Ifa fire has occurred since the last inspection, have all damaged sprinkler system 

components been replaced? 

Yes LINO 

Yes No 

C YesLJNo€N/A 

4. Has there been an internal inspection ofthe piping within the last 5 years? 
4a. Date last checked (Checking is recommended at least every 5 years) 
5. Have fire pumps had a curve test completed in the past 12 months? L Yes LJ No N/A 
6. Are gravity, surface, or pressure tanks protected from freezing? 
7. Are any sprinkler heads or other sprinkler system components exposed to harsh 

conditions (ie. Corrosive atmospheres, extreme temperatures, etc.) 

L YesUNoS<N/A 

  Yes A No N/A 

8. Do any systems contain low-point drains, excluding wet systems? (Please note - 

Low point drains should be emptied Of Condensation On a regular basis) 8a. How many 

low point drains? 
8b. What are the general locations oflow point drains? 

9. Does the valve room have adequate heat to maintain a minimum of40 F? € Yes U No L N/A The above answers are verified as accurate 

and current by the undersigned Owner or Owner 's Representative.for allfire and life safety systems. Owner Signature 

Printed  
Title 
Date 
B. (To be answered by the inspector) a, Is System in service upon arrival? Yes NO b. 

Was the alarm panel free of alarm and trouble signals upon arrival? (If no, please explain 

in LING N/A comments) 
c. Does there appear to be proper clearance between the top of all Storage and the sprinkler v Yes INoEN/A deflector? 
2. Control Valves 

a. Do Control Valves appear to be free of damage/leaks? Yes m No 

b. Are all control valves sealed, secured, or supervised in the open position?  

Control 

Valves: 
No. of 
Valves: 

Type: 
Additional 

Info: 
Easily 
Accessible? 

Signs?  Valve in 

proper 

osition ? 

Secured? Supervision 
Operational? 
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Dry 
 

BFV 
 Yes L No 

Yes ; 
N/A No Yes L No 

Yes No No 

3. Water Supplies 
a. Water Supply Source City   Private 

Pressure Fire Pump & Tank Pressure Fire Pump & City    Pressure Fire Pump & 

Pond 
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Main Drain Test Pipe 

Size 
Static 

Pressure 

Before 

Flow 
Pressure 

Static 
Pressure 

After 

Test Pipe Location Time to 
Restore 
Pressure 

Results 

 2" 80 65 80 Mechanical Rm 3seconds F Fail LN/A 

4. Tanks, Pumps, Fire Dept. Connections 

a. check Appears valves that tight?the F.D.C. is in satisfactory condition, couplings free, caps or plugs in place and C Yes€'NoCN/A 

b. Are fire department connections visible, accessible, and identification sign(s) in place?

 Yes A No N/A 
c. Has the five years hydrostatic test been performed on piping from the fire department 

connection to the fire department check valve? 
d. Date 
e. Do fire pumps, gravity, surface and pressure tanks appear to be in good external condition and properly maintained? 
5. Dry Systems 
a. No. of Systems 
b. Is the Hydraulic Name Plate, ifrequired, securely attached and legible? Yes A No N/A 
c. Are the air pressure and/or priming water levels normal? Yes u No N/A 
d. Do Valve and Trim appear to be free of damage/leaks and in good condition? € Yes U No LN/A e. Does Valve and Trim appear to be in its 

appropriate open or closed positions at time of V YesrjNoßN/A 
inspection? 

f. Have all control valves been fully operated and returned to their normal position? Yes a No L N/A g, Is the enclosure around the dry valve 

heated to a minimum of40F at the time ofinspection? Yes a No L N/A h. Did the pressure gauge on QOD indicate the same pressure as the air 

gauge on the system side Yes n No e N/A 

of the dry valve?  
i. Does the QOD appear to be free from leakage at the time ofinspection? LJYesUNo€N/A 

j. Has there been an air leakage test ofthe system(s) within the last 3 years? Yes "—J NO 

Leakage Test Date 6. Trip Test a, Were dry systems trip tests performed during this 

inspection? NoFN/A b. Low air pressure signal passed the test? F Yes VI No ITN/A 
c. Date of last full trip test? 
d. Did the air compressor operate satisfactorily? 
e. Were readily accessible and visible low points drained during this inspection? 
f. Did all the dry valves operate satisfactorily during this inspection? 
g. Does the intermediate chamber appear to be free from leakage at the time of inspection? 

System: Make, Model, Size, 

and Location 
 Test Type Air (psi)  Water (psi) Trip (psi) 

Trip Time 

sec) 
Water 

Delivery (sec 

Reliable DDX 6" mechanical A N/A  Partial L Full 27 80 5 N/A N/A 

7. After Tests 

Not applicable 
a. Does the air pressure maintained appear to be at proper setting for system? Yes LJ NO L N/A 
b. Have all known drum drip/low point drains been drained and inspected during the inspection? 
8. Alarms 
a. Did the water motor gong operate during testing? Yes: No "N/A 
b. Did the electric alarms operate during testing? Yes  - N/A 
c. Did alarms activate within appropriate time? Yes  N/A 

S stem  Time 

Dry 
When system tripped  

d. Did the Supervisory alarms operate during testing? 
e. Was the alarm panel clear of alarm and trouble signals upon departure? (If no, please explain € Yes CJNoLN/A 
in comments) 
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9. Systems, Sprinklers, and Piping (Inspected from ground level) 

a. Do all gauges appear to be in good condition and read within normal range? v YesANor N/A 

 

b. Are all ofthe gauges dated within 5 years or compared to a calibrated gauge? 
c. Do sprinklers generally appear to be free of damage, corrosion, paint, loading and visible 
obstruction, and appear to be installed in the correct orientation? 
d. Do escutcheons and cover plates for recessed, flush, and concealed sprinklers generally 
appear to be installed? 
e. Are extra sprinklers available on the premises in a head cabinet, along with the appropriate 
head wrench? 
f. Is a list of the installed sprinklers kept in the spare head cabinet? Make/Model of Heads:

  
g. Does the exterior condition of fire sprinkler system appear to be satisfactory? 
h. Have all dry sprinklers been replaced or a sample tested based on the appropriate interval? 
Install or last sample test date 
i. Have all QRS been replaced or a sample tested based on the appropriate interval? 
Install or last sample test date 

V Yes G'Nor 

N/A 
L Yes U No  

L Yes U No  

Yes  

L_ Yes  
G4-G qprigbtg.Ci pendent* 

N/A 

N/A 

N/A 
N/A 

 

N/A 

Yes  N/A 

j. Have all SRS known to be more than 50 years old been replaced or a sample tested? L Yes L' No g: N/A Install or last sample test date k. 

Have all sprinklers known to be more than 75 Years Old been replaced or sample tested? Install or last sample test date 
l. Do all known high-temp and sprinklers subject to harsh conditions appear to be less than 5 years old? 
Install or last sample test date 
m. Does the hose valve(s) on the sprinkler system appear to be in satisfactory condition? Yes -'No V N/A 
n. Do all visible pipe supports/hangers and seismic bracing appear to be in good condition? € Yes ANC) r N/A 
10. Observations 
These items are outside the regular scope Ofthe required inspection and are not the result Ofan engineering review. This information is not 

intended to be all-inclusive but rather a list ofitems discovered as a by-product Ofthe required inspection. the summary At the

 
11. Adjustments or Corrections Made: 

 
12. List Changes in the Occupancy Hazard or Fire Protection Equipment, as Advised by the Owner in Section IA 

 
13. Inspector Information: 
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Test Verification: 
Inspected By Inspector Signature 

Inspector License: 

Date of Work 
Inspection Notes 

 

 
Of  

SECTION - OTHER TERMS AND LIMITATIONS 

1. This Agreement is for inspection services only. If Customer wants Companv to make any repairs, alterations or 

replacements as a result Of the inspection services performed pursuant to this Agreement, such work and the 

additional compensation to Company must be specified in a separate written agreement between and Customer. 

2. Any additional system equipment added to the Property after the date of this Agreement or not Otherwise specified 
in Section Il of this Agreement is not included in the inspection services to be provided pursuant to this 
Agreement. Inclusion of any such other equipment will require execution of an amendment to this agreement and 

adjustment of the inspection fee. 

3, The inspection services provided by Companv pursuant to this Agreement are limited to an evaluation ofthe 

functionality of the equipment identified in Section Il above. Company will not evaluate or express any opinion as to 

whether the design and/or installation of the system are suitable for the Property or the operations at the Property. 

4. Cgmpny's inspection is limited to a visual inspection of external readily accessible parts of the system and will not 

include every component including but not limited to sprinkler heads, pipe, fittings, hangers, pull stations, smoke 

detectors, conduit wire or other parts of the system being inspected. Comoanv will only inspect a representative 

number or sample of the sprinkler heads, pipes, hangers, valves or other devices and equipment in their current 

position. THEREFORE, BY CONDUCTING ITS INSPECTION UNDER THIS AGREEMENT,  DOES NOT 
GUARANTEE OR WARRANT THE CONDITION OR OPERATION OF EVERY PIPE, SPRINKLER HEAD OR OTHER PART OF THE 

FIRE PROTECTION AND/OR FIRE ALARM/SECURITY SYSTEM ON THE PROPERTY. 
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5. ASA MATERIAL INDUCEMENT FORSQMEAN_YTO PROVIDE THE SERVICES SPECIFIED IN THIS AGREEMENT AT THE 

INSPECTION FEE QUOTED IN THIS AGREEMENT, CUSTOMER AGREES THAT COMPANY'S LIABILITY TO CUSTOMER AND 
ALL THIRD PARTIES WITH RESPECT TO ANY CLAIM UNDER THIS AGREEMENT, OR ARISING FROM THE SERVICES 
FURNISHED BY COMPANY, SHALL BE LIMITED TO THE LESSER OF $1,000.00 OR THE TOTAL CONSIDERATION 
ACTUALLY RECEIVED BY COMPANY UNDER THIS AGREEMENT. THE FOREGOING LIMITATION SHALL APPLY TO ALL 
CLAIMS REGARDLESS OF THE NATURE THEREOF, INCLUDING CLAIMS ASSERTED AS A BREACH OF CONTRACT, A 
BREACH OF WARRANTY, NEGLIGENCE, STRICT LIABILITY OR OTHERWISE. IN NO EVENT SHALL COMPANY BE LIABLE 

FOR INCIDENTAL, CONSEQUENTIAL, SPECIAL, AND INDIRECT OR PUNITIVE DAMAGES, OR DAMAGES FOR LOST 
PROFITS. If Customer desires Company to accept an increased limit of liability for the services provided under this 

Agreement, Companv will provide an alternate inspection fee quote reflecting such increased limit, provided, 

however, that the increased limit shall be effective only upon Company's and Customer's execution of a 

replacement agreement confirming the same and Customer's payment of the alternate fee. 

6. Companv. following each inspection, will provide to Customer a written "Report of Inspection" ("Report"). If required 

and/or with prior written authorization, Company will provide copies of the Report to the local or state authority 

having jurisdiction on behalf of Customer. If requested by Customer, a copy ofthe Report will also be forwarded to 

Customer's insurance company. The Report and recommendations, if any, by Company are only advisory in nature 

and are intended to assist Customer in reducing the possibility of loss to the Property by indicating obvious defects 

or impairments to the system(s) which were discovered by Cgmpany's inspection and which should receive prompt 

attention. 

 
7. Customer agrees to obtain and shall be solely responsible to maintain property and casualty insurance for the 

Property, all contents therein, and operations performed within or around the Property. No insurance company, 

insurer or bonding company or their Successors or assigns shall have any right of subrogation or otherwise against 

CQmpanv arising out of this Agreement or the services provided by Compqnv pursuant to this Agreement. 

8. Customer agrees to indemnify, defend and hold harmless Companv. its agents. and emplovees from and against any 

and all claims, demands, suits, liabilities, damages, judgments, losses and expenses (including, without limitation, 

attorneys' fees) which may be asserted against or incurred by Comp?nv by any third party arising out of or related to 

this Agreement or the services provided by pursuant to this Agreement. 

9. Companv will make every reasonable effort to prevent the discharge of water into or onto areas of landscaping, 

decorative pavement, etc., at the Property, however it is Customer's responsibility to provide sufficient and readily 

accessible means to accept the full flow of water that may be required by tests as determined by the type of 

inspection and to take measures to eliminate the formation of ice in any area where a slip and fall hazard could occur. 

10.This Agreement may not be assigned by Customer without the written consent of Companv. 

11.This Agreement may be signed in counterparts; a signed facsimile, photocopy, and/or electronic mail of this 

Agreement shall be as binding on both parties just as though this Agreement were executed in its original, 

preprinted form. 

12.This Agreement constitutes the entire Agreement between@mpgny and Customer regarding the subject matter 

hereof and supersedes all prior agreements and understandings relating thereto. Althgugh c nal ced n 

acknowledgement or similar form in connection with the services provided by Company pursuant to this Agreement, 

no term or condition in anv such form that is diffrrent from or in addition to the terms set fQrth in this Agreement 

shall applicable. and all such different or additional terms shall be ineffective and void: This Agreement cannot be 

amended or modified except by a writing signed by Customer and Companv. 

13.Customer acknowledges Companv is relying upon the accuracy of the information regarding Customer and the 

Property set forth in Sections I of this Agreement. Customer represents that all such information is complete and 
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accurate as of the date on which this Agreement is signed by Customer. Customer will promptly advise CQmpany in 

writing of any change to such information. 

14. Other inclusions, exclusions, or attachments (if any) we exclude fire alarm. 

 
of  
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