City of Rye Fire Department
Office of the Fire Inspector

15 Locust Ave

Rye, NY 10580

(914) 967-4530

Fire Safety Inspection Report (Initial)

Inspection Status Inspected by Completed at
In Progress Clyde Pitts 03/22/2024 11:30:00
William Raveis Carmela Tartaglia
Building Management Company
78 PURCHASE ST (203) 925-4562
RYE NY, 10580 carmela.tartaglia@raveis.com
9149671333
Occupancy Class: B Inspection Contact: Laura Davis

Take notice that the following violations of the New York State Uniform Fire Prevention & Building
Code and/or the Code of the City of Rye, NY were found to exist at, 78 PURCHASE ST, in the City of
Rye, NY on 03/22/2024 11:30:00. The person or entity served with this Order to Remedy must
completely cure each violation described in this Order to Remedy by 04/23/2024. You are further
directed to contact the Fire Department during normal business hours to schedule a re-inspection of
the premises to confirm full compliance with all applicable codes, laws, rules & regulations.

Be advised that your failure to correct all violations is a crime punishable by fine, imprisonment
or both.

Re-Inspection scheduled to be conducted on or after 04/23/2024.

FIRE ALARM SYSTEM & SMOKE DETECTORS:
X Fail

ITEM: Is the fire alarm system inspected, tested & maintained in accordance with NFPA
72

REMARK:
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Need Alarm Report and remove cover off smoke detector.

CODE: NYSFC - 901.6.1 - Standards. - Fire protection systems shall be inspected, tested
and maintained in accordance with the referenced standards listed in Table 901.6.1.

By

EXITS, MEANS OF EGRESS & OCCUPANCY:
X Fail
ITEM: Are all exit signs illuminated at all times

REMARK:

Need lighting report

CODE: NYSFC - 1013.3 - lllumination. - Exit signs shall be internally or externally
illuminated.

Exception: Tactile signs required by Section 1013.4 need not be provided with
illumination.

ELECTRICAL.:
X Fail
ITEM: Are electrical extension cords being used in a safe manner as per code

REMARK:

Sump pump in basement and on drains for sump pump. Need to be plugged directly into
outlets.

CODE: NYSFC - 604.5 - Extension cords. - Extension cords and flexible cords shall not
be a substitute for permanent wiring and shall be listed and labeled in accordance with
UL 817. Extension cords and flexible cords shall not be affixed to structures, extended
through walls, ceilings or floors, or under doors or floor coverings, nor shall such cords be
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subject to environmental damage or physical impact. Extension cords shall be used only
with portable appliances. Extension cords marked for indoor use shall not be used
outdoors.

X Fail
ITEM: Are all junction, switch & outlet boxes fitted with approved covers or plates

CODE: NYSFC - 604.6 - Unapproved conditions. - Open junction boxes and open-wiring
splices shall be prohibited. Approved covers shall be provided for all switch and electrical
outlet boxes.

X Fail

ITEM: Are carbon monoxide detectors installed & maintained as required by this section
and by 1103.9

REMARK:

Need Alarm Report

CODE: NYSFC - 915.1 - General. - New and existing residential buildings and
commercial buildings shall be provided with carbon monoxide detection and notification in
accordance with this Section 915.

Exceptions:

1. Carbon monoxide detection and notification shall not be required for any of the
following: 1.1. Buildings that are classified in their entirety as a Storage Group S
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occupancy or a Utility and Miscellaneous Group U occupancy and that are occupied only
occasionally for retrieval of stored material, equipment, or products, or for building or
equipment maintenance, 1.2. Occupiable space when such space is regularly vented to
the exterior through the normal operation of the space (such as automotive repair
garages, warehouses with loading dock doors that are regularly open, etc.), and when
approved by the fire code official , or 1.3. Buildings that satisfy all of the following
conditions: a. The building is unoccupied; b. Exterior openings are boarded, locked,
blocked, or otherwise protected to prevent entry by unauthorized individuals; c. All fuel-
burning appliances are disabled in a manner that makes them incapable of producing
carbon monoxide; and d. All attached motor vehicle related occupancies are boarded,
locked, blocked, or otherwise protected to prevent entry by motor vehicles and
equipment.

2. Existing buildings that are in full compliance with the carbon monoxide detection and
notification requirements of the 2017 Uniform Code Supplement or an earlier version of
the Uniform Code shall be deemed to be in full compliance with Sections 915.3 through
915.5.4 unless otherwise required by the Residential Code of New York State , Building
Code of New York State , Fire Code of New York State , or Existing Building Code of
New York State . Existing buildings that are not in full compliance with the carbon
monoxide detection requirements of the 2017 Uniform Code Supplement or an earlier
version of the Uniform Code shall comply with the requirements of this section.

HEATING SYSTEMS:
X Fail
ITEM: Are safety controls for fuel-burning equipment maintained in effective operation

REMARK:

No secondary shut-off switch for the boiler found near top of stairs.

CODE: NYSPMC - 603.4 - Safety Controls - Safety controls for fuel-burning equipment
shall be maintained in effective operation.
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