
City of Rye Fire Department
Office of the Fire Inspector
15 Locust Ave
Rye, NY 10580
(914) 967-4530

 Fire Safety Inspection Report (Initial)
Inspection Status Inspected by Completed at

Completed with fail Car2422 05/23/2024 10:30:00

--                                                                            
                                                                         
31 SUMMIT AVE                                                               
RYE NY, 10580                                                                 

Carol Banahan                                                   
Owner                                                                   
914-649-5890                                                       
cabanahan@gmail.com                                         

                                                         

Occupancy Class:   Inspection Contact:  Carol Banahan

Take notice that the following violations of the New York State Uniform Fire Prevention & Building
Code and/or the Code of the City of Rye, NY were found to exist at, 31 SUMMIT AVE, in the City of
Rye, NY on 05/23/2024 10:30:00.  The person or entity served with this Order to Remedy must
completely cure each violation described in this Order to Remedy by 07/12/2024. You are further
directed to contact the Fire Department during normal business hours to schedule a re-inspection of
the premises to confirm full compliance with all applicable codes, laws, rules & regulations.
                                                                                                                                                                   
Be advised that your failure to correct all violations is a crime punishable by fine, imprisonment
or both.

Re-Inspection scheduled to be conducted on or after 07/12/2024.

PORTABLE FIRE EXTINGUISHERS (PFE’S):

Fail

ITEM: Are PFE’s installed throughout the space & on the premises as required by code.

REMARK: 

Downstairs hallway needed
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CODE: NYSFC - 906.1 - Where required - Portable fire extinguishers shall be installed in
all of the following locations:
1. In new and existing Group A, B, E, F, H, I, M, R-1,
R-2, R-4 and S occupancies.
Exceptions:
1. In Group R-2 occupancies, portable fire extinguishers
shall be required only in locations specified in Items 2 through 6 where each dwelling unit
is provided with a portable fire extinguisher having a minimum rating of 1-
A:10-B:C.
2. In Group E occupancies, portable fire
extinguishers shall be required only in
locations specified in Items 2 through 6
where each classroom is provided with a
portable fire extinguisher having a minimum rating of
2-A:20-B:C.
2. Within 30 feet (9144 mm) distance of travel from commercial
cooking equipment and from domestic cooking
equipment in Group I-1; I-2, Condition 1; and R-2 college
dormitory occupancies.
3. In areas where flammable or combustible liquids are
stored, used or dispensed.
4. On each floor of structures under construction, except
Group R-3 occupancies, in accordance with Section 3315.1.
5. Where required by the sections indicated in Table
906.1.
6. Special-hazard areas, including but not limited to laboratories, computer rooms and
generator rooms, where required by the fire code official.

Fail

ITEM: Is the maximum travel distance to a PFE 75 feet or less.

REMARK: 

Downstairs hallway needs an extinguisher

CODE: NYSFC - 906.3.1 - Class A fire hazards. - The minimum sizes and distribution of
portable fire extinguishers for occupancies that involve primarily Class A fire hazards
shall comply with Table 906.3(1).
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Fail

ITEM: Are PFE’s conspicuously located & readily accessible

CODE: NYSFC - 906.5 - Conspicuous location. - Portable fire extinguishers shall be
located in conspicuous locations where they will have ready access and be immediately
available for use. These locations shall be along normal paths of travel, unless the fire
code official determines that the hazard posed indicates the need for placement away
from normal paths of travel.

Fail

ITEM: Are PFE’s properly mounted as per the manufacturer’s instructions

REMARK: 

All extinguishers are required to be tagged and mounted per Code requirements

CODE: NYSFC - 906.7 - Hangers and brackets. - Hand-held portable fire extinguishers,
not housed in cabinets, shall be installed on the hangers or brackets supplied. Hangers or
brackets shall be securely anchored to the mounting surface in accordance with the
manufacturer’s installation instructions.

 

Fail

ITEM: Are PFE’s properly installed:  40 lbs. max. 3.5’ above floor.

REMARK: 

Same as above

CODE: NYSFC - 906.9 - Extinguisher installation. - The installation of portable fire
extinguishers shall be in accordance with Sections 906.9.1 through 906.9.3.
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ELECTRICAL:

Fail

ITEM: Are all electrical control panel room doors, panel boards & disconnects properly
labeled

REMARK: 

Circuit breakers need to be labeled

CODE: NYSFC - 604.3 - Working space and clearance. - A working space of not less
than 30 inches (762 mm) in width, 36 inches (914 mm) in depth and 78 inches (1981 mm)
in height shall be provided in front of electrical service equipment. Where the electrical
service equipment is wider than 30 inches (762 mm), the working space shall be not less
than the width of the equipment. Storage of materials shall not be located within the
designated working space.
Exceptions:
1. Where other dimensions are required or allowed by NFPA 70.
2. Access openings into attics or under-floor areas that provide a minimum clear opening
of 22 inches (559 mm) by 30 inches (762 mm).

 

Fail

ITEM: Are all junction, switch & outlet boxes fitted with approved covers or plates

REMARK: 

Several open junction boxes with exposed wires

CODE: NYSFC - 604.6 - Unapproved conditions. - Open junction boxes and open-wiring
splices shall be prohibited. Approved covers shall be provided for all switch and electrical
outlet boxes.
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Fail

ITEM: Are carbon monoxide detectors installed & maintained as required by this section
and by 1103.9

REMARK: 

One CO detector is required per floor and should be within 5 years of date of
manufacture

CODE: NYSFC - 915.1 - General. - New and existing residential buildings and
commercial buildings shall be provided with carbon monoxide detection and notification in
accordance with this Section 915.
Exceptions:
1. Carbon monoxide detection and notification shall not be required for any of the
following: 1.1. Buildings that are classified in their entirety as a Storage Group S
occupancy or a Utility and Miscellaneous Group U occupancy and that are occupied only
occasionally for retrieval of stored material, equipment, or products, or for building or
equipment maintenance, 1.2. Occupiable space when such space is regularly vented to
the exterior through the normal operation of the space (such as automotive repair
garages, warehouses with loading dock doors that are regularly open, etc.), and when
approved by the fire code official , or 1.3. Buildings that satisfy all of the following
conditions: a. The building is unoccupied; b. Exterior openings are boarded, locked,
blocked, or otherwise protected to prevent entry by unauthorized individuals; c. All fuel-
burning appliances are disabled in a manner that makes them incapable of producing
carbon monoxide; and d. All attached motor vehicle related occupancies are boarded,
locked, blocked, or otherwise protected to prevent entry by motor vehicles and
equipment.
2. Existing buildings that are in full compliance with the carbon monoxide detection and
notification requirements of the 2017 Uniform Code Supplement or an earlier version of
the Uniform Code shall be deemed to be in full compliance with Sections 915.3 through
915.5.4 unless otherwise required by the Residential Code of New York State , Building
Code of New York State , Fire Code of New York State , or Existing Building Code of
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New York State . Existing buildings that are not in full compliance with the carbon
monoxide detection requirements of the 2017 Uniform Code Supplement or an earlier
version of the Uniform Code shall comply with the requirements of this section.

 

MISCELLANEOUS:

Fail

ITEM: Are openings through fire resistance rated assemblies properly protected and
maintained

REMARK: 

Photos attached showing void space openings

CODE: NYSFC - 703.1 - Maintaining protection. - Materials and firestop systems used to
protect membrane and through penetrations in fire-resistance-rated construction and
construction installed to resist the passage of smoke shall be maintained. The materials
and firestop systems shall be securely attached to or bonded to the construction being
penetrated with no openings visible through or into the cavity of the construction. Where
the system design number is known, the system shall be inspected to the listing criteria
and manufacturer’s installation instructions.
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